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SETTING OF THE PROBLEM 
By ROBBBT W. WEBB 

The principles underlying the program of standardization of cot- 
ton quality of the Department of Agriculture are predicated upon the 
relationships which undoubtedly exist between the properties of cotton 
fibers and their spinning behavior or efficiency, on the one hand, and 
between the properties of cotton fibers and the quality of the yams and 
fabrics manufactured from them, on the other. Presumably, many 
different fiber properties are concerned in quality. Practical stand- 
ards have been promulgated, however, only for length of staple, for 
grade, and for preparation of long-staple cotton (4^, ^ 5/, 5^) .^ That 
the staple and grade standards, so far as they go, have proved them- 
selves to be of much service is evidenced by the fact that they are now 

* Italic numbers in parentheses refer to Literature Cited, p. 66. 
2 UNITED STATES DSPABTMBNT OF AGBICULTUEB, BUBBAü OP AGBICüLTüBAL ECONOMICS. 

HANDBOOK FOB LICENSED cLASsiFiBBS (United States Cotton Standards Act), 30 pp. 
Washington, D.C.     [Mimeographed.] 
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in common use not only throughout this country but in every other 
country of the world where American cotton is used in large quantities. 

Because of the lack of scientific data upon which to base an accu- 
rate system of cotton classification and of the probable time it would 
require to obtain them, the original basis of the standards and of 
their graduations necessarily was sought in the experience of the 
trade, and in the capacities of practical cotton judges to recognize 
quality variations. Although relations of staple length of raw cot- 
ton to the strength and fineness of yarns are generally recognized, 
they are neither thoroughly understood nor mathematically evalu- 
ated.^ Studies have been made by Willis on the relation of the grade 
of cotton to its spinning behavior, visible waste, yarn properties, and 
fabric quality (55), but only fragmentary information of an experi- 
mental nature is available on the relation of quality of the raw cotton, 
as indicated by classification, to wearing quality and serviceability of 
the resulting fabrics. 

It was this need of such technical data that prompted, in 1928, 
the beginning of a cooperative effort between the Bureau of Agri- 
cultural Economics and the Bureau of Home Economics to make 
a more complete study of white cottons selected to represent a 
relatively wide range of grades. It seemed desirable to know not 
only the properties of the raw cottons, their behaviors during sub- 
jection to the manufacturing processes, and the quality of their 
yarns and fabrics but also the reactions of the finished products when 
subjected to service, laundering, and ironing. Sheeting was chosen 
because of the relative simplicity of its construction and the possi- 
bilities of giving it uniform and controlled service. 

The initial study reported in this bulletin has embraced Ameri- 
can upland White cotton from the Texas area, crop of 1928-29, 
representing, according to the Universal Standards, a bale of each 
of the grades of Good Middling, Middling, and Strict Good Ordi- 
nary, and, according to the official staple types, approximately 1 inch 
in staple length. The procedure employed in the manufacture of 
the sheeting and the observations pertaining to the behavior of the 
cottons during manufacture and to some properties of the raw cottons 
and of their intermediate products, yarns, and fabrics are presented 
in the second part of the bulletin. The studies that deal with the 
serviceability and the resistance of the fabrics to ironing conditions 
are reported in the third and fourth parts, respectively. 

THE MANUFACTURING PROCEDURE AND SOME PROPERTIES OF 
THE RAW COTTON, INTERMEDIATE PRODUCTS, YARNS, AND 
FABRICS* 

By HORACE H. WILLIS and ROBERT W. WEBB^ 

In the Universal Standards for grades of cotton, three elements 
of quality, namely, color, leaf and other foreign matter, and prepara- 

8 WEBB, R. W. COTTON QUALITY : WHAT DO WE KNOW ABOUT IT? U.S.Dept.Agr., lUus. 
1933.    [In preparation for a multigraphed publication.] 

* This study is a part of tlie program of work of the Division's Cotton Utility and Stand- 
ards Research Section now under the leadership of R. W. Webb. The yarns and sheetings 
were manufactured at the Textile School, Clemson Agricultural College, S.C, with textile 
facilities made available to the Department of Agriculture by the college through coopera- 
tive arrangement and under the supervision of H. H. Willis while in charge of the section's 
spinning activities. 

^ Appreciation is expressed to M. E. Campbell, P. G. Gillespie, W. H. Gray, J. J. Brown, 
and F. E. Logan, of the spinning laboratory, for assistance rendered and to members in 
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tien are considered (^, 51^ 62 ^). The possible instability of color, 
the graduations of the three factor ranges, and the pitch of the 
different scales give rise to a number of fundamental and practical 
problems. Some matters of major interest, for example, are the im- 
portance of color; the degree to which differences of color in raw 
cottons reflect themselves through manufactured products in the 
gray, bleached, and variously dyed states ; and the nature and extent 
to which the grade standards furnish a precise index of the manu- 
facturing utility of a cotton, other things being equal, with respect 
to staple length and character insofar as the present concepts of 
these quality factors are concerned. It is recognized, however, that, 
in addition to the quality of the raw cotton employed, the organiza- 
tion, conditions, and procedure of manufacture, the construction of 
the manufactured product, and its intended purpose constitute other 
technical factors which, in various ways and degrees, may influence 
the quality of resulting cotton goods, the cost of their manufacture, 
and the evaluation of the quality of the raw cotton. 

In an effort to furnish comparable material and data as a back- 
ground for assistance in determining the importance of those quality 
elements embraced in or associated with the grade standards, three 
bales of cotton selected to represent a relatively wide range of 
grades for so-called " White American upland cotton " have been 
manufactured under the best controlled and comparable conditions 
available and have been studied with respect to certain fiber, j^arn, 
and fabric properties. A description of the materials, conditions, 
and procedure employed in the experimental manufacture of the 
sheetings and the information obtained from those studies are pre- 
sented here. 

MATERIALS AND METHODS 

SELECTION   AND  EXAMINATION   OF  THE  COTTONS 

Since portions of each of the three bales finally selected were to be 
manufactured into a sheeting, it was desirable to select cottons of 
such character and staple as to conform as closely as possible to those 
used in greatest quantity for sheeting. Investigation showed that at 
the time of this experiment, as a rule, a " hard " cotton about 1 inch 
in staple length was used. Three bales of approximately the same 
staple and character but representing three different grades were 
purchased from a local market at Houston, Tex. Care was exer- 
cised that each bale within itself be as nearly uniform as possible in 
character, leaf, foreign matter, preparation, color, staple length, 
and regularity of fiber length, as discussed by Palmer (4^). To this 
end, each bale was " fanned " at the head (by removing the tie near 
the top end) and the lint was examined every 3 inches for uniformity 
of grade, staple, and character. 

At the spinning laboratory when the bagging and ties were re- 
moved from each cotton a large sample was taken from near the top, 
middle, and bottom of each of the three bales in an effort to obtain 

other laboratories of the section, specifically to Dorothy Nickerson for brilliance determi- 
nations, spectrophotometric measurements, and assistance in revising the manuscript; to 
A. C. Jones for length measurements ; to Etta Zeh and H. B. Richardson for yarn, fabric, 
and moisture tests ; and to Carl M. Conrad for suggestions and assistance in revising the 
manuscript. _ , _ 

«UNITED STATES DEPARTMENT OF AORICULTURE, BUREAU OF AGRICULTURAL ECONOMICS. 
See footnote 2. 
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three samples that would furnish a true and comparable basis for 
study of the different cottons. These samples were submitted to the 
Appeal Board of Review Examiners of the United States Depart- 
ment of Agriculture, Washington, D.C., for classification. The 
Board found the samples to be of Good Middling, Middling, and 
Strict .Good Ordinary grades, respectively, the Middling sample, 
however, having a slightly rougher preparation than the other two. 
They called the staple length of the Good Middling and Strict Good 
Ordinary samples 1 inch, but two times out of three they called the 
Middling sample 1 1/32 inches, the other time 1 inch. The board 
found the samples to be regular with respect to staple, medium with 
respect to body, and normal with respect to strength. These desig- 
nations represent average characteristics. So far as the board is able 
to determine, the samples from the three grades did not differ from 
each other with respect to any of these character elements. The 
cottons will be identified in subsequent tables not only by their re- 
spective grade designations but also numerically by the positions 
of each in the scale of the nine grades for White cotton beginning 
with the highest grade. 

It is evident from the above descriptions that cottons representing 
a considerable range in grade were obtained. The finding of the 
Board that the Middling sample was slightly longer was confirmed 
by fiber length arrays. As shown subsequently, however, this dif- 
ference in length, because of its small magnitude, could not have 
accounted for much of the relatively higher strength of the products 
from this bale; nevertheless, these slight differences well might be 
kept in mind when considering the results from the Middling bale. 

Color measurements showed that, in comparison with a set of 
averages of measurements for the nine White grades of the official 
standards of the United States, the Good Middling bale was bright 
but not creamy ; in fact, its color was close to that of a bright Strict 
Middling. The Middling bale was creamier than the average and 
near the upper range of this grade. The color of the Strict Good 
Ordinary bale was close to the average for this grade. 

MANUFACTURING  CONDITIONS AND  PABTICÜLAES 

In general, the organization and machine speeds and settings were 
the same for the three cottons and conform to those customarily 
used by commercial plants for the manufacture of sheetings. 

When the ties and bagging had been removed from the bales a 
quantity of cotton from each was weighed and passed through an 
opener. These quantities were then placed in separate bins and 
allowed to condition for at least 24 hours, after which they were 
reweighed and passed through the following machines: 

/Breaker picker. 
Picker room IFinisher picker. 

fCard. 
Card room |Drawing frames (two processes). 

I Roving frames (three processes). 
Spinning room    Ring spinning frame. 

For the manufacture of the sheeting, two counts were spun : 21s 
with a twist multiplier of 4.50 for the warp yarns and 26s with a 
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twist multiplier of 3.75 for the filling yarns. For comparative pur- 
poses, 21s warp yarns also were spun with twist multipliers of 4.25 
and 4.75. In addition, 28s warp yarns were spun with the same 
3 twist multipliers to provide further information, since cottons of 
this staple length are usually considered suitable for counts in this 
range. The organization, speeds, and settings employed for the 
manufacture of each of the three selected cottons into yarn are 
shown in tables 1 and 2. 

TABLE 1.—Organization and speeds of machines used in the manufacture of yarns 
from the 3 selected cottons 

Machine Organization Speeds 

Weight 
per 

yard or 
size 

Doub- 
ling Draft Feed roll Beater 

1 

Fan Blows per 
inch 

Pickers: 
Breaker 

Ounces 
13.75 
11.00 

Qrains 
46.0 

47.5 
49.0 

Hanks 
0.736 
1.95 
5.50 

Counts 
21 
21 
26 
28 

Num- 
ber 

Num- 
ber R.p.m. 

14.0 
6.5 

R.p.m. 
1977 

21,377 

R.p.m. 
1,327 
1,408 

Number 
7.4 

45.0 Finisher   4 

1 

6 
6 

1 
2 
2 

2 
2 
2 
2 

5.00 

104.62 

5.81 
5.82 

4.33 
5.30 
5.64 

7.64 
7.64 
9.45 

10.18 

Lickerin Cylinder Dofler 

Cards  «&™- R.p.m. 
168 

R.p.m, 
10 

Front roll Calendar roll 

Drawing framas: 
First     

366 

B.p.m. 

Second  285 

Front roll Spmdle 

Twist setting 

Turns per 
inch Multiplier 

Roving frames: 
Slubber  

R.p.m. 
181 
170 
132 

R.p.m. 
620 
963 

1,360 

Number 
0.92 
1.60 
3.09 

Number 
1 07 

Intermediate  
Fme-— - 

1.15 
1.32 

Spindle Front roll 

3.75 
T.m.* 

4.25 
T.m. 

4.50 
T.m. 

4.75 
T.m. 

3.75 
T.m. 

4.25 
T.m. 

4.60 
T.m. 

4.75 
T.m. 

Ring  spinning 
frames: 

Warp yarns: 
Frame A»... 
Frame TK 3 

R.p.m. R.p.m. 
9,500 

R.p.m. 
9,500 
8,500 

R.p.m. 
9,500 

R.p.m. R.p.m. 
156 

R.p.m. 
145 
128 

R.p.m. 
138 

Filling yarns  
Do--.  

6,200 103 
9,250 9.250 9,250 133 122 118 

Í Porcupine beater. 
» 2-blade beater. 
' Frame A was used for the spinning test yams and approximately half the warp yarns, 

used for the remainder of the warp yams. 
< T.m.=twist multiplier. 

Frame B was 



TABLE 2.—Settings of the machines used in the mmiufacture of yarns from 
the S selected cottons 

Machine Settings 

Feed roll to 
beater 

Grids from 
beater (top) 

Inches 

Ml 6 

Grids from 
beater 

(bottom) 

Breaker picker                 _     _  __   
Inches 

Me 

Inches 

Finisher picker                                        .             -  1H6 

Feed plate to 
Mote knives 
Mote knives 
Lickerin to c 
Back plate tc 
Back plate tc 
Flats to cylii 
Flats to cylir 
Flats to cyliE 

^ Front plate t 
) Front plate t 
Dofíer to cyl 
Dofler comb 
Lickerin sere 
Lickerin sere 
Cylinder sere 
Cylinder sere 

Cylinder sere 

lickerin  
Gage 1 
    10 

(top) - 15 
(bottom)      12 
ylinder  -    -       -     7 
> cylinder (top 
> cylinder (bot 
ider (back) 

)    29 
tom)    M 

9 
ider (center). _       9 
ider (front) 9 

Cards .      
0 cylinder (top 
0 cylinder (bot 
nder  

)    29 
tom)    34 
      7 

to doffer ,    _ 22 
en (front)  
en (back)  
>en (back)  
en (center) — 

en (front)  

    29 
     17 
     29 
    34 

Inch 
 Me 

Drawing rolls 2 

First to 
second roll 

Second to 
third roll 

Third to 
fom-th roll 

First and second drawing frames  
Inches m 

1M6 
1^2 

iHe 
1 

Inches 

m m 
IM 6 

m 
VA 

m m 

Inches 
l^é 

Roving frames: 
Slubber    _ 
Intermediate  
Fine                                  -               

Spinning frames: 
For Middling cotton: 

Top rolls              _ _ -     -     - _     -       
Bottom rolls 

For Good Middling and Strict Good Ordinary cotton: 
Top rolls              - _ -     --     
Bottom rolls      

1 Thousandths of an inch. 
* Measured from center to center of rolls. 

The following machines were useci to prepare the warp yarns for 
weaving: Winder, warper, and slasher. 

Inasmuch as the available laboratory equipment was not of a size 
to permit the warping and slashing of the yarns, these processes were 
carried out by a commercial plantJ 

The sheetings were woven on an 82-inch plain loom, making 108 
picks per minute. The following specifications were followed as 
closely as possible in making the gray sheetings : 

Yarns—21s warp and 26s fiUing (single yarns). 
Construction—64 warp and 64 filling threads per inch. 
Width—72 inches. 
Weight—1.94 Unear yards per pound. 

'^ Acknowledgment is made to J. R. Clark, superintendent of Kenneth Cotton Mills, Wal- 
halla, S.O., for services rendered in preparing the warps. 
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The treatment given the fabrics at the finishing plant ^ was as 
follows : Kier boiling with 3 percent caustic soda solution at 30 
pounds steam pressure; souring with three fourths to 1 percent sul- 
phuric acid solution, chemicking with one fourth of 1 percent avail- 
able chlorine solution, thorough washing preparatory to finishing, 
water mangling, starch mangling, drying, dampening, calendering, 
and manufacturing into sheets. 

The ingredients used in the starching operation consisted of a 
combination of cornstarch and a saponified tallow softening material. 

During the manufacture of the three cottons at the spinning and 
weaving laboratories, the relative humidity was held as nearly con- 
stant as possible by means of an automatically controlled humidify- 
ing system in each room. The appropriate humidifying heads were 
turned on 1 or more hours before beginning the daily operation of 
each machine and they were allowed to operate, as governed by the 
controls, until the end of the working day or the time when the 
machines were stopped. The controls were adjusted to maintain 50 
percent relative humidity in the picker room, 60 percent in the card 
room, 70 percent in the spinning room, and 67 percent in the weave 
room. Although the relative humidity employed in the weave room 
was slightly lower than that usually adopted by commercial plants, 
the records show that the number of stoppages for broken warp 
ends was for the most part verj low. In this case, therefore, it was 
not necessary to maintain a higher relative humidity. During the 
manufacture of the yarns, hourly readings were made of wet- and 
dry-bulb temperatures as recorded by psychrometers, located in each 
room. Similar observations were made in the weave room by means 
of a sling psychrometer. The averages of the dry-bulb temperatures 
so obtained, the percentages of relative humidity calculated from 
the temperature readings, and the time required for processing are 
shown in table 3. The regain determined for samples of stock taken 
at the various manufacturing processes is shown in table 4. 

TABLE 3.—Averdges of hov/rly rcadmgs of room temperature and of percentage 
of relative humidity du/ring processing, and num^her of hours required for 
each type of m^achine used in the manufacture of sheeting from the 3 selected 
cottons 

Machine 

Good Middling 
(No. 3) Middling (No. 5) Strict Good Ordi- 

nary (No. 8) 

Temper- Relative Temper- Relative Temper- Relative 
ature humidity ature humidity ature humidity 

°F. Percent ° F. Percent o^ Percent 
74 61 81 51 73 50 
76 51 77 51 72 .50 
73 60 74 60 72 60 
71 60 73 60 72 60 
73 60 73 60 74 60 
72 70 71 70 72 70 
73 66 80 68 80 67 

Time 
required 
for proc- 

essing 

Opener   
Pickers  
Card  
Drawing frame i. 
Roving frame 2._ 
Spinning frame 3. 
Loom  

Hours 

19 
19 
61 
13 

100 

1 Average for 2 processes. 
2 Average for all hanks. 
3 Average for both counts of yarn. 

«Appreciation is expressed to S. M. Fessenden, general manager, and W. F. Odom, gen- 
eral superintendent, of the Sayles Biltmore Bleacheries, Biltmore, N.C., for cooperation 
extended in finishing the fabrics and making the sheets in September 1929, 
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TABLE 4.—Percentage of moisture reffain in samples taken at different processes 
in the manufacture of sheeting from the 3 selected cottons 

Kind of sample 

Moisture regain 

Good 
Middling 

(No. 3) 
Middling 

(No. 5) 
Strict Good 
Ordinary 
(No. 8) 

Raw stock (bale)  
Raw stock (bin)_   
Breaker picker lap  
Finisher picker lap. _  
Card lap i    
Card sliver i  
Drawing sliver i   
Fine frame roving.. _  
Roving in spinning creel 2 
Yarns  

6.67 
6.44 
6.89 
6.50 
6.61 
5.88 
6.78 
7.56 
7.88 

Percent 
8.46 
7.82 
7.35 
6.78 
6.30 
6.55 
6.84 
5.99 
7.73 
7.99 

Percent 
7.64 
4.87 
6.60 
6.55 
6.63 
6.35 
5.97 
6.16 
7.04 
7.44 

1 Average of 2 samples. 
2 Average of 2 samples reeled and weighed immediately. 

METHODS 

(1) Moisture regain : Samples weighing 20 grams each were taken 
at the beginning and at successive stages throughout the manu- 
facture of the yarns. These samples were dried to a constant 
weight in an oven at 221° to 230° F. according to the methods 
recommended by the American Society for Testing Materials (3). 
The regain is obtained by expressing the loss in weight as a per- 
centage of the dry weight of the sample. 

(2) Fiber length: Samples from the raw material and fronii 
the products of successive stages of manufacture were sorted ac- 
cording to length on the Suter-Webb sorter, as described by Webb 
{S4)^ and the length at the 25-percent point in the cumulative 
weight-length array, reading from the longest fibers, was used as 
a basis for comparison. The results obtained by two or more 
sortings were averaged. 

(3) Percentage of waste : At each manufacturing process in which 
the removal of waste is of primary importance, weighings were 
made of stock fed, stock delivered, and each type of waste removed. 
From these data the percentages of waste for each of the three 
lots of cotton were calculated. The small discrepancy usually noted 
between the weight of stock fed and the sum of the weights of 
stock delivered and waste recovered is accounted for by invisible 
loss or gain. Such losses or gains usually contribute so small a 
percentage of the waste content of cottons that they may be regarded 
as relatively insignificant. 

(4) Strength of yarns (skein) : 25 sample bobbins of each twist 
and number of warp yarn spun were used for strength and size 
tests.^ Skeins of 120 yards each were reeled from the bobbins and 
allowed to condition for at least 3 hours in an atmosphere 
of 65 percent relative humidity at 70° F. Each skein was then 
broken on a standard type, motor-driven yarn tester and sized on a 

» The tests were made in the laboratories of the Division of Cotton Marketing at Wash- 
ington, D.C. 
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direct yarn-numbering quadrant.^^ Since it generally is impossi- 
ble, for a number of reasons, to spin a specified size of yarn, the 
breaking strengths were adjusted to the specified size according to 
the usual custom by assuming that, within small limits, they are 
inversely proportional to the size. 

(5) Strength of yarns (single strand) : Five bobbins each of 21s 
and 28s warp yarn spun with a 4.50 twist multiplier from each of 
the three lots were conditioned for about 4 hours in an atmosphere of 
65 percent relative humidity at a temperature of 70° to 73° F. 
Approximately one hundred and fifty 12-inch lengths of yarn from 
each bobbin were broken successively on a Moscrop automatic single- 
strand yarn tester. 

On this machine a 12-inch strand of yarn is grasped at one end by 
a movable jaw, the other end being attached to a calibrated spiral 
spring.   Tension is applied to the yarn and to the spiral spring 

OUNCES r n 

26 n r\ti n ki OKJoom 
Na3 

1   1   1 
NoA 

1   1   1   1 

24 - 
• 

• 
• - • 

• 
• 

• 
• 
•• ••- 

• • 

• 
.1 

• 
•• 

• 
• 

< • 

• * • • • - 
•• 

• 

.20 1 * I- .1 

1 
• • • 

• 
• • .1 

• 1 
■ ^ 

• • • • 
• • —• - 

1 

••• • - 

•• 

*• 
•- • 

• 
• ■ • 

• 
- • • • • - • 

1 

*. 
- • 

• • • • • 
• 

*• » 

16 

• • • • 
• • • • 

• 

_ 
15 65     75 25     35     45     55     65     75       5       15     25     35     45     55 

NUMBER OF TESTS NUMBER OF TESTS 
FiQUBB 1.—Sectton  of Moscrop chart showing strength of single-strand 21s yam, 4.75 

twist multiplier, spun from the selected cotton of Middling  (No. 5) grade. 

until the yarn breaks. When this occurs, the maximum elongation 
of the spring is recorded on a chart by means of a needle point which 
pierces the chart, the results being read directly in ounces. Figure 1 
shows a section of the type of chart used in connection with this 
machine. 

In this test the data recorded on the perforated chart were later 
assembled in tabular form, and the average strength of yarn of each 
lot was calculated. The averages thus calculated were corrected for 
the exact yarn number (21s or 28s) hj assuming that, within their 
ranges, the strength of the yarn is mversely proportional to the 
count. In making the corrections the average sizes of the 25 skeins 
of 21s and 28s yarn, respectively, spun with a 4.50 twist multiplier, 
were used. 

" When the balance does not indicate the size directly, the yarn size or number may be 
calculated from the formula : 

Yarn size or number= 
Length in yards 
of single yarn 7,000 (grains in 1 pound) 

Weight in grains   840 (yards per hank of cotton yarn) 
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(6) Brilliance : Measurements of brilliance were made on the raw 
material and on products of successive stages of manufacture by 
means of a Keuffel & Esser disk colorimeter. The instrument and 
the method have been described by Nickerson, {41, 4^, JfS). Briefly, 
it consists in so adjusting the area of a set of four color disks that 
the light coining from them is equal in hue, brilliance, and chroma to 
that coming from the sample. The colors from the disks are mixed by 
a rotating prism, and adjustment is facilitated by comparing the light 
from the two sources on adjacent half-circular fields. The expres- 
sion of brilliance is made in equidistant units from black to white, as 
illustrated in the Munsell Book of Color {88). 

(7) Spectrophotometric measurement: Spectrophotometric meas- 
urements were made on a Keuffel & Esser color analyzer, the reflec- 
tions at different wave lengths being expressed as a fraction of those 
from a magnesium carbonate block, as described by Keuffel {31), 

(8) Tensile strength of fabrics: Fifteen samples of fabric were 
cut warpwise and 15 fillingswise from both the ^ay and the finished 
fabric woven for each of the three cottons. Three samples, each 
approximately 7 by 1% inches in size, were conditioned overnight 
in an atmosphere of 65 percent relative humidity at a constant 
temperature of 70° F. The " strip " method {3) of testing the 
fabric was used, each specimen being raveled to a width of 1 inch 
before being tested. The fabrics were broken on a regular power- 
driven tester of the inclination balance type, with the jaws of the 
machine set 3 inches apart and the bottom or pulling jaw moving 
at a rate of 12 inches per minute. For purposes of correction, the 
actual constructions of the cloths were determined by counting the 
warp and filling threads per inch of fabric, observations being 
made in six places on large samples of both the gray and the 
bleached fabrics. 

(9) Bursting strength of fabrics: Three specimens of each fabric 
were exposed for at least 3 hours in an atmosphere of 65 percent 
relative humidity at about 73° F. Each specimen was then tested 
in five places on a hand-operated Mullen bursting-strength tester. 
From the data for bursting strength per square inch thus obtained 
an average was calculated. 

RESULTS OF TESTS 

PEac?E3NTAGB OF WASTE REMOVED AT CEBTAIN PBOCESBE3S 

The percentages of each type of waste removed from each of the 
cottons by the pickers and card, based on net weight of cotton fed 
to these particular machines, are listed in table 5. Figure 2 shows 
graphically the percentages of the fractionated and total wastes based 
on the weight of cotton fed to the opener breaker. 

Examining the results for total visible waste for the three 1-inch 
cottons, it is observed that a waste of 6.40 percent was obtained for 
the Good Middling grade; 6.06 percent for the Middling; and 12.99 
percent for the Strict Good Ordinary. The percentages for Good 
Middling and Strict Good Ordinary are well within the range of 
those usually obtained for such grades under similar picking and 
carding conditions. That for the Middling cotton, however, may 
be considered somewhat low for this grade.   These comparisons are 
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made on a basis of a large amount of data compiled at the spinning 
laboratory and of observations elsewhere. 

TABLE 5.—Percenta'Ces of the different types of tomte removed hy the picUers 
and the card in the mafiufa^cture of the 3 selected cottons 

Waste percentage i 

Kind of waste Good 
Middling 
(No. 3) 

Middling 
(No. 5) 

Strict Good 
Ordinary 
(No. 8) 

Picker waste: 
Breaker: 

Visible  _ _ _._  
Percent 

0.57 
2.09 

.85 

.13 

2.36 
.49 

2.07 
.13 

Percent 
0.43 
.33 

.68 

.06 

2.67 
.61 

1.73 
.03 

Percent 
1.94 

Invisible  _    53 
Finisher: 

Visible    2.54 
Invisible    24 

Card waste: 
Flat strips      3.20 
Cylinder and doffer strips    .76 
Motes and fly . _.- .._ _ 5.03 
Sweepings  .05 

Total visible .  5.05 5.04 9.04 

Total invisible .31 .42 51 

Picker and card waste: 
Total visible                     .     ._        6.40 

.35 
6.06 
.80 

12.99 
Total invisible .  1.24 

1 The waste percentage for each cleaning machine is based on the net weight of cotton fed to that par- 
ticular cleaning machine. The percentage of total visible waste removed by the pickers and card equals 
100 times the sum of the pounds of waste removed by the pickers and card divided by the net weight fed to 
the opener picker.   Invisible waste is figured similarly. 

2 Invisible gain. 

GRADE 

GOOD 
MIDDLING- 

(No.3) 

MIDDLING 
fNo.5) 

STRICT GOOD 
ORDINARY 

(No.8) 

PERCENT OF WASTE 

6 8 10 

I Opener-breaker waste * invisible waste 

FIGURE 2.—Percentages of picker and card waste from the three selected cottons, 
on net weight fed to opener.) 

(Based 

CHANGES  IN  FIBER  LENGTH   DURING   MANUFACTURE  INTO  YARN 

The lengths of fiber at the 25 percent paint in the cumulative 
weight-length arrays for samples of the raw cotton and for those 
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taken at certain stages of processing from each of the three cottons 
tested are shown in table 6. 

TABLE 6.—Length of fiher in the raw stock and products from certain succes- 
sive stages in the manufacture of 21s tvarp yarn from the 3 selected cottons 

Kind of sample 

Length of fiber i 

Good 
Middling 

(No. 3) 
Middling 

(No. Ö) 
Strict Good 
Ordinary 
(No. 8) 

Raw stock  
Breaker picker lap- 
Finisher picker lap. 
Fine frame roving.. 
Yarn  

Inches 
1.001 
1.003 
.998 

1.015 

Inches 
1.022 
1.025 
1.077 
1.069 
1.010 

Inches 
0.986 
.991 

1.007 
1.017 
.964 

1 Length calculated at the 25 percent point in the cumulative weight array, reading from the longest 
fibers. 

The standard error of the difference between any two reported 
lengths is about plus or minus 0.018 inch. With this figure in mind, 
it is seen that the fiber length of the different products from the 
Good Middling cotton did not change significantly during the course 
of manufacture, nor did the Strict Good Ordinary cotton change 
significantly prior to the spinning process. The Middling cotton 
fiber length appears to have increased at the finisher picker lap and 
to have decreased again during the spinning process. But the small 
quantity of waste removed is not sufficient to explain this apparent 
increase in length at the finisher picker. Besides, no corresponding 
increase in the fiber lengths of the other two grades was noted at 
this point. It is concluded, therefore, that the greater fiber lengths 
for the finisher picker lap and fine frame roving in the case of Mid- 
dling cotton resulted from slight errors, either in the measurements 
on the products or in failure to obtain representative samples. It is 
of interest, however, that the relationships of fiber lengths in the 
yarns are in general agreement with those in the raw cottons. 

END  BREAKAGE  DURING   SPINNING 

The number of ends breaking per hundred spindles per hour for 
the 21s yarns of 4.50 twist multiplier are shown in table 7. 

TABLE 7.—End breakage per hundred spindles per hour during spinning of the 
3 selected cottons 

End breakage * 

Count of yarn Good 
Middling 

(No. 3) 
Middling 

(No. 5) 
Strict Good 
Ordinary 
(No. 8) 

21s                                                                         
Ends 

0.65 
Ends 

0.84 
Ends 

1.41 

1 Approximately 2,100 to 2,400 spindle hours involved in each case. 
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The results for the three selected cottons are seen to increase 
directly as the grade becomes lower. 

STBENGTH AND lEREGULAKITY OF WARP YARNS   (SKEIN) 

The breaking strengths of skeins prepared from 21s and 28s 
warp yarns for each twist multiplier for each of the 3 grades are 
shown in table 8.    The skein strengths are plotted in figure 3. 

TABLE 8.—Average strength of yam per skein for the S selected cottons 

Twist 
multiplier 

Strength of yarns 

Count of yam Good 
Middling 

(No. 3) 
Middling 

(No. 5) 
Strict Good 
Ordinary 
(No. 8) 

21s          4.25 
4.50 
4.75 

Pounds 
115.0 
114.5 
113.8 

Pounds 
115.7 
114.4 
112.2 

Pounds 
97.0 
98.2 
96.7 

Av6rac6              «_____-.__-__ --__  114.4 114.1 97.3 

28s                  -- 4.25 
4.50 
4.75 

78.0 
79.5 
78.6 

79.2 
78.3 
79.0 

64.7 
65.9 
64.5 

Average        78.7 78.8 65.0 

STRENGTH OF WARP YARN IN POUNDS PER SKEIN 

20 ^ 60 80 100 120 

28s< 

MGood Midd/ing Strict Good Ordinary 

FIGURE 3.—Average strengths of yarn determined by the skein method for three twists of 
21s and of 28s warp yarns manufactured from the three selected cottons. 

By reference to table 8 and figure 3 it can be seen that the skein 
strengths of yarns spun from the Good Middling and Middling cot- 
tons are approximately equal and much higher than those from the 
Strict Good Ordinary cotton. The close agreement of the strength 
of the yarn from Middling to that of the yarns from Good Middlmg 
probably may be considered by some to be due to the slightly greater 
staple length of the Middling bale.   However, on a basis of several 



14 TECHNICAL BULLETIN   4 0 6,  U.S.  DEPT. OF AGRICULTURE 

hundred bales of American upland cotton, ranging from ^| to 1^ 
inches, spun in the laboratory at Clemson College, ^-inch increase in 
staple length has given on the average for 22s varn an increase of 
only 2.07 pounds, or 2.15 percent, when base(f upon the average 
strength of 22s yarn spun from 1-inch staple. It is obvious, there- 
fore, that other reasons account for the close agreement. The two 
higher grades produced yarns of excellent strength for cotton of 
their length, whereas those from the lowest grade are considered 
fair. These comparisons also are made on a basis of results compiled 
at the spinning laboratory. 

The irregularity of yarn as indicated by the highest, lowest^ and 
average skein-breaking strength and size, and the average deviation 
and extreme variation of both breaking strength and size, for 21s 
warp yarns spim with 4.50 twist multiplier, are shown in table 9. 

TABLB 9.—Highest, lowest, and average hreaMnç^ strengths amé sizes a/nd per- 
cent ace of average deviation and extreme variation of break and size of 21s 
warp yarns of 4-^0 twist multiplier sptm from the 3 selected cottons 

Breaking strength Yarn size Average 
deviation i 

Extreme 
variation » 

Grade 
High- 

est 
Low- 
est 

Aver- 
age 3 

High- 
est 

Low- 
est 

Aver- 
age 3 

Break- 
ing 

strength 
Size of 
yarn 

Break- 
ing 

strength 
Size of 
yarn 

Good      Middling 
(No. 3). 

Pounds 
124 
129 

106 

Pounds 
106 
109 

92 

Pounds 
114.5 
114.4 

98.2 

Count 
22.00 
21.25 

21.76 

Count 
20.25 
19.60 

20.26 

Count 
20.99 
20.41 

20.79 

Percent 
3.44 
3.83 

3.44 

Percent 
1.96 
1.96 

1.67 

Percent 
16.72 
16.99 

14.11 

Percent 
8.34 

Middling (No. 5) __ 
Strict Good Ordi- 

nary (No. 8)  

8.67 

7.22 

1 Calculated by summating all deviations from the mean without regard to sign, then averaging and 
expressing as a percentage of the mean. 

» Expressed as a percentage of the mean. 
3 Average of 25 observations. 

The differences in irregularity are seen to be small, any advantage 
of regularity being associated with the yarns from the Strict Good 
Ordinary bale. 

SIKENGT'H AND rBRB&ULAKITY OF WARP YARN   (SINGLE! STRAND) 

The corrected average single-strand breaking strengths and per- 
centage of average deviation from 21s and 28s warp yarns of 4.50 
twist multiplier are shown in table 10 and presented graphically in 
figure 4. Frequency curves of the breaking strengths of the 21s 
yarns are shown in figure 5 and of the 28s yarns in figure 6. These 
curves show the relative dispersion and skewness for each of the 
three grades. 

The results of the single-strand strength tests, insofar as the rela- 
tive order of yarn strength of the three cottons is concerned, confirm 
those of the skein tests. The cottons of the Good Middling and Mid- 
dling grades gave very nearly equal strengths, whereas the cotton of 
the lowest grade. Strict Good Ordinary, gave yarns of considerably 
lower strength. In the case of the 21s yarns, the strength decreased 
in the order of grade ; but for the 28s yarns the intermediate grade 
furnished the greatest strength, and the lowest grade exhibited the 
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least strength. It is well to point out that, as sized in the skein, 
the 28s yarn from the Middling cotton was about 2.5 percent heavier 
than that from either of the other two grades. Since no correction 
to specified size was employed in the single yarns, this probably ac- 
counts in part for the change in the order of strengths. 

TABLE 10.—Average strength of single-strand 21s and 28s warp yam of 4M 
twist multipliers, and percentage of average deviation of yarn strength for 
the S selected cottons 

Grade 

Strength of warp 
yarns i 

21s 

Average deviation ' 

Good Middling (No. 3)  
Middling (No. 5)  
Strict Good Ordinary (No. 8) 

Ounces 
16.7 
16.2 
13.7 

Ounces 
10.5 
11.2 
9.5 

Percent 
8.4 
8.3 
7.6 

Percent 

10.0 
10.5 

1 Average based on approximately 775 individual breaks made by Moscrop tester.   Average counts of 
25 skein observations made on the respective yarns were used as a basis in correcting the data. 

2 Calculated by summating all deviations from the mean without regard to sign, averaging, and expressing 
as a percentage of the mean. 

STRENGTH OF WARP YARN. IN OUNCES (SINGLE STRAND) 

3 6 9 12 15 

21s 

28s< 

18 

StrKt Good Ordinary 

FIGURE 4.—Average strengths of yarn determined by the single-strand Moscrop tester for 
28s warp yarns, 4.50 twist multiplier, manufactured from the three selected cottons. 

Relatively, the results of the single-strand strength tests for 21s 
yarns show a slightly greater difference between Good Middling and 
Middling than do the skein strength tests for these grades (ngs. 2 
and 4). It may be calculated from the results of both methods of 
testing upon both counts of yarn that the strength of yarns spun 
from the Strict Good Ordinary cotton ranges from 10 to 18 percent 
below that of yarns spun from the cotton of Good Middling grade. 

Data having been presented concerning both the skein and the 
single-strand strength of the yarns, it is of interest to ascertain the 
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relation existing between these two sets of values. A skein of yarn, 
as placed on the usual type of strength tester, contains the equivalent 
of 160 single strands of yarn each 27 inches in length. Theoreti- 
cally, if all the individual strengths were realized in breaking a skein, 
the ratio of skein strength to single strand strength would be 160:1. 

PERCENT 
OF BREAKS 

30 

20 

10 

Strict Good    , 
Ordinary (No. 6) -n 

/ 
yMiddHng(No.5) 

1 
il 

\ — Good Middlir 
.j^(No.3) 

V f                          é 

1   ^-.>-^ 1     1 1 

\ y   " 

9 II 13 15 17 19 21 
STRENGTH OF 21S WARP YARN IN OUNCES (SINGLE STRAND) 

FIGURE 5.—Distribution of strengths of single-strand 21s warp yarn, 4.50 twist multiplier, 
manufactured from the three selected cottons. Each curve represents approximately 
775 observations as recorded by the Moscrop tester. Curves were drawn from original 
data which were not corrected for size of yarn. 

7 9 II 13 15 17 
STRENGTH OF 28s WARP YARN IN OUNCES (SINGLE STRAND) 

FIGURE 6.—Distribution of strengths of single-strand 28s warp yarn, 4.50 twist multiplier, 
manufactured from three selected cottons. Each curve represents approximately 775 
observations as recorded by the Moscrop tester. Curves were drawn from original 
data which were not corrected for size of yarn. 

This ratio is not actually realized, however, since there is a tendency 
for the weaker strands to break first, followed by slipping of many 
of the stronger threads. The ratio of skein strength to single-stranä 
strength for each of the yarns under consideration under the con- 
ditions of this test is as shown in table 11. 
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TABLE 11.—Ratio of skein strength to single-strand strength 

Grade 

Size of yarn 

Good Middling (No. 3)  
Middling (No. 5)   
Strict Good Ordinary (No. 8) 
Theoretical   

109.6:1 
112.9:1 
115.1:1 
160.0:1 

121.4:1 
111.8:1 
110.8:1 
160.0:1 

The results of this test indicate that in the case of 21s yarn a 
greater proportion of the single-strand strength was realized in the 
skeins as the grade became lower, whereas for the 28s yarn the 
reverse was the case. 

As in the case of the skein strengths, the 21s yarn from the lowest 
grade was most regular ; but in the case of 28s, this grade gave the 
most irregular yarn, followed in order by the intermediate and 
the highest grade. 

CX)LOB   MEASUKEMENTS   OF  RAW   ¿TOOK,   INTERMEDIATE   PRODUCTS,   AND  FABRICS 

Color measurements were made on samples of the cotton from 
the raw stock, the breaker and finisher laps, and the finished gray 
and bleached material. The relation of brilliance to grade, as the 
raw stock passed through the breaker and finisher and then into the 
gray and bleached cloth, is shown in table 12 and graphically in 
figure 7. 

TABLE 12.—Brilliance of rcm stock, certadn intermediate products, and falyrics 
man^faotured from the 3 selected cottons 

Kind of sample 

Raw stock  
Breaker-picker lap. 
Finisher-picker lap 
Gray cloth  
Bleached cloth  

Brilliance ^ 

Good 
Middling 
(No. 3) 

8.92 
9.04 
8.57 
9.80 

Middling 
(No. 6) 

8.60 
8.40 
8.68 
8.23 
9.70 

Strict Good 
Ordinary 
(No. 8) 

7.80 
7.71 
7.84 
7.57 
9.40 

1 Scale of brilliance extends from 0 (black) to 10 (white). 

An examination of the results shows that the brilliance of the raw 
stock and of products varies with the grade ; that is, the higher the 
grade the greater the brilliance. Generally, the Middling cotton is 
nearer in brilliance to the Good Middling cotton than to the Strict 
Good Ordinary. The breaker-lap samples measured a trifle darker 
than the raw stock, perhaps owing to the fact that the cotton was 
opened up and the trash loosened. Samples from the finisher-picker 
lap showed up brighter than those from either the breaker-picker 
lap or the raw stock, indicating that some of the trash had been 
removed. 

19881''—34 2 
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The brilliance measurements reported for the gray and bleached 
cloths are the result of determinations made on a sample of several 
layers stretched over a white background, sufficient layers being taken 
to overcome any effect of the background. It is seen that these figures 
are in all cases lower than those of the finisher-picker lap. This is 
owing, no doubt, to the fact that the cotton, although itself a trifle 
brighter, in the form of cloth caused more shadows than occurred 
in the finisher-picker lap. The measurements of the gray cloth indi- 
cate a difference in brilliance between the Good Middling and Strict 
Good Ordinarv cottons which is comparable to the difference in the 
raw stock. After bleaching, the brilliance is raised considerably, the 
low grades being raised relatively more than the high. 

RAW 
STOCK 

ir j ji -^rncf Good Ordinary 
^ {No.8) 

FIGURE 7.—Brilliance of the raw stock of certain intermediate products, of the gray, and 
of the bleached fabrics manufactured from the three selected cottons. 

Spectrophotometric measurements^^ of the reflections at each of 
seven different wave lengths from the gray and from the bleached 
cloth are shown in table 13 and presented graphically in figure 8. 

These measurements of reflection by wave length, when plotted 
on a logarithmic scale, show results very similar to those obtained 
from the brilliance measurements. Brilliance is measured in units 
equal to the eye and bears a definite relation to percentage of light 
reflected. It has been thought by some to bear a logarithmic rela- 
tionship and, although this does not agree precisely with the 
Munsell scale, it is used in figure 8 in order to show the general 
relationship. The two sets of figures cannot be precisely adjusted, 
since the illumination under which they were measured and the 
thickness of the material differed for the two measurements. The 
grades maintain approximately relative positions with respect to 
relative reflection of the wave lengths measured. The reflections of 
the gray cloths, which are a light dull yellow in color, were less 
from the blue end of the spectrum than from the red end.    The 

11 These measurements were made on a Keufiíel & Esser color analyzer through the cour- 
tesy of Carl W. Keuffel. 



YARNS AND SHEETINGS FROM THREE  GRADES  OF  COTTON 19 

bleached cloths gave a much higher relative reflection throughout 
the range of wave lengths, and the reflections did not differ appre- 
ciably for the different wave lengths. This is a fact which corre- 
sponds to their whiteness, since the higher and flatter the curve, the 
whiter the color. 

TABLE 13.—Reflectimi at different wcwe lengths of ^my mié of hleaclied cloth 
manufactured from the 3 selected cottoîi^ 

Reflection i 

Wave length in m/x 

Gray Bleached 

Good 
Miadling 
(No. 3) 

Middling 
(No. 5) 

Strict 
Good Or- 
dinary 
(No. 8) 

Good 
Middhng 

(No. 3) 

Middling 
(No. 5) 

Strict 
Good Or- 
dinary 
(No. 8) 

440.     0.52 
,55 
.60 
.65 
.67 
.70 
.74 

0.52 
.54 
.57 
.60 
.63 
.66 
^67 

0.43 
.43 
.47 
.49 
.52 
.53 
.56 

0 84 n RO 0 76 
480 .   87 

89 
89 
89 
90 
91 

83 
86 
85 
84 
86 
87 

82 
520  -   83 
560     83 
600 84 
640      85 
680-   .86 

I Results expressed relative to the reflection of magnesium carbonate. 

REFLECTION 

.90 

.80 

M 

—\—I—I—I—r 
BLEACHED CLOTH 

m ■ I '    _ — •■■ M M a I 

Middhnç(No. s) 

I       I      i       I, 
, Good MiddlinglNo. 3) 

I       I'll /    '       I       ' 

440 460      480 
PURPLE-BLUE 

680 

FIGURE 8.—Relative spectral reflectance of gray and bleached fabrics manufactured from 
the three selected cottons. 

FOREIGN   MATTER  IN  THE FABRICS 

The gray fabrics from the different grades differed noticeably in 
their appearance to the eye in color, luster, and amount of foreign 
matter present on the surface. The gray fabric prepared from the 
Good Middling cotton was a bright, creamy white, with a very small 
quantity of fine pin trash. That prepared from the Middling cotton 
had a slightly darker, grayish-yellow cast, much duller than that 
made from the Good Middling cotton, and the trash was a little more 
noticeable. The gray fabric prepared from the Strict Good Ordinary 
cotton had a still darker, grayish-yellow color and considerably more 
pin trash than that from the Middling cotton. 
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That a quantitative relationship between grade and surface foreign 
matter might be established for the gray fabrics, the average number 
of particles of trash in a surface area of 9 square inches was de- 
termined. This was done by placing a mat with a 3-inch square 
opening on the smooth surface of the cloth and counting the particles 
in each of 20 such areas. The average number of particles of foreign 
matter observed per 3-inch square on the gray from each of the 
three grades was as follows : Average number of partir- 

des per 3 hy 3-inch square 

Good MiddUng   (No. 3)     7.2 
MiddUng  (No. 5) 10.7 
Strict Good Ordinary (No. 8) — 23.9 

The bleached samples from each of the three grades differed little 
as to pin trash, practically all of this material having been removed 
in the finishing process. When the finished fabrics were placed side 
by side, however, a difference in color and luster between the Good 
Middling and Strict Good Ordinary cotton was- easily discernible. 

Differences between the fabrics from the Middling cotton and those 
from either of the other grades were much less noticeable. 

TENSILE STRENGTH  OF THE FABKIOS 

The averages for the number of threads per inch both warpwise 
and fillingwise for the gray and bleached fabrics are shown in table 
14, and the corresponding strengths are shown in table 15. 

TABLE 14.—Construction of gray and hleaciœd fabrics manufactured from the 
3 selected cottons 

Threads per inch i 

Grade Gray Bleached 

Warp- 
wise 

FUling- 
wise 

Warp- 
wise 

Filling- 
wise 

Good Middling (No. 3)                                              
Number 

65 
65 
65 

Number 
64 
63 
65 

Number 
72 
72 
71 

Number 
62 

Middling (No. 5)   63 
Strict Good Ordinary (No. 8) 60 

1 Each average represents 6 observations. 

TABLE 15.—Tensile strength of gray and bleached fahi^ics from the 3 selected 
cottons 

Grade 

Tensile strength of 1-inch strip i 

Gray 

Warp- 
wise 

Filling- 
wise 

Bleached 

Warp- 
wise 

Filling- 
wise 

Good Middling (No. 3)  
Middling (No. 5)  
Strict Good Ordinary (No. 8) 

Pounds 
63.0 
60.6 
62.1 

Pounds 
50.3 
49.0 
43.8 

Pounds 
63.8 
65.2 
5L5 

Pounds 
41.4 
38.8 
3L1 

1 Each average represents 15 observations. 
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It may be seen from table 14 that the number of warp threads per 
inch of the finished sheetings was considerably higher than that of 
the gray whereas the number of filling threads per inch was more 
nearly the same. This change in construction is explained by the 
fact that, in the finishing process, the fabrics shrank on an average 
of 10 inches in width, from 72 to 62 inches, the length changing but 
slightly, approximately 3 percent. 

Table 16 and figure 9 snow the figures of table 15 converted to a 
comparable basis, namely, a construction of 64 by 64 threads per 
inch. The corrected tensile strength of the fabrics in all cases, ex- 
cept that of the bleached fabric tested warpwise, decreased with the 
grade. In the case of the exception noted, the fabric from the Good 
Middling had a somewhat lower strength than that from the 
Middling cotton but a considerably higher strength than that from 
the Strict Good Ordinary cotton. In all cases the fabrics from 
Middling showed a strength much closer to that of fabrics from 
Good Middling than to that of fabrics from Strict Good Ordinary. 

TABLE 16.—Corrected tensile strenffth  of gray and   bleached  fabrica manu- 
factîired from the 3 selected cottons 

Grade 

Good Middling (No. 3)  
Middling (No. 5)  
Strict Good Ordinary (No. 8) 

Tensile strength corrected for 64 by 64 
construction i 

Gray 

Warpwise  ™'°8- 

Pounds 
62.0 
59.7 
61.3 

Warpwise 

Pounds 
50.3 
49.8 
43.1 

Bleached 

Pounds 
56.7 
58.0 
46.4 

Filling, 
wise 

Pounds 
42.7 
39.4 
33.2 

1 Based on data shown in tables 14 and 15, no allowance being made for the fabric assistance. 
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BOQUEE 9.—Average corrected tensile strength determined by the strip method for the gray 
and for the bleached fabrics manufactured from the three selected cottons. (Each bar 
represents the ayerage oí 15 observations.) 
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On an average the corrected strength of the bleached fabric, 
as determined by the strip method, decreases 6.9 percent warpwise 
and 19.5 percent fiUingwise. 

BURSTING   8TRE3NGTH   Oi^  THE  FABRICS 

The average bursting strength per square inch for the gray and 
bleached fabrics from each of the three grades is shown in table 17 
and figure 10. 

TABLE  17.—Average  bursting  strength  of gray and J)leaohed fabrics mmiu- 
factured from the 3 seleoted cottons 

Grade 

Bursting strength 
per square inch 
per fabric ^ 

Gray     Bleached 

Good Middling (No. 3)  
Middling (No. 5)  
Strict Good Ordinary (No. 8) 

Pounds 
153.7 
154.7 
126.7 

Pounds 
106.0 
104.3 
79.0 

1 Each average represents 15 tests made on a Mullen tester. 

0 
GRADE 

GOOD 
MIDDLING-- 

(No.3) 

IvtlDDLING 
<No.5) 

STRICT GOOD 
ORDINARY 

BURSTING STRENGTH OF FABRIC IN POUNDS PER SQUARE INCH 
25 50 75 100 125 150 

(No.8)       ^ 

FIGURE 10.—Average bursting strength determined by a Mullen tester for the gray and for 
the bleached fabrics manufactured from the three selected cottons. (Each bar repre- 
sents average of 15 observations.) 

The results show very little difference in strength between the 
fabrics, either gray or bleached, manufactured from the Good Mid- 
dling and Middling cottons. The fabrics manufactured from the 
two higher grades were much stronger than those manufactured from 
the Strict Good Ordinary cotton. The finishing process apparently 
lowered the bursting strength of the fabrics about one third. For 
the gray fabric, it was observed that in the majority of cases the 
filling threads broke as the fabric burst, whereas in the finished fab- 
rics the warp threads broke in every instance. 
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CONCLUSIONS 

The more important results obtained in the manufacture of the 
three selected cottons into sheeting and from certain studies made 
on their fibers, intermediate products, yarns, and fabrics under the 
conditions, as described, are listed as follows : 

As compared with previous results obtained from cottons of the 
same grades and similar staple, the percentage of waste removed from 
the Good Middling and Strict Good Ordinary cottons was about 
average. On the other hand, the waste from the Middling cotton was 
somewhat lower than would be expected for this grade. 

The length of fibers differed slightly for the three bales, that for 
the Middling bale being a trifle longer than that for the other two. 
On a basis of previous results, however, the small differences in length 
of raw cotton would not be expected to account for the relatively 
higher strength of the products from this bale. 

The length of fibers from the three bales of cotton did not change 
appreciably in the course of the manufacturing processes. 

The number of ends breaking per 100 spindles per hour increased 
as the grade became lower and was more than double for the Strict 
Good Ordinary than for the Good Middling cotton. 

Both skein and single-strand tests on 21s and 28s warp yarns 
showed the Good Middling and Middling cottons to have approxi- 
mately equal strength. The Strict Good Ordinary cotton gave yarns 
from 10 to 18 percent weaker by both skein and single-strand tests 
than either of the other grades of this test. 

In both the skein and the single-strand strength tests on 21s warp 
yarn, the Strict Good Ordinary cotton showed slightly more regu- 
larity than for either of the other two grades. This regularity was 
correlated with regularity of size in the skein tests. In the single- 
strand tests of 28s warp yarn, the regularity decreased with the grade. 

The brilliance of the cottons decreased as the grade became lower. 
The cottons of the three grades retained their relative positions with 
respect to brilliance throughout the manufacturing processes, but the 
spread became smaller after bleaching. 

Spectrophotometric measurements of the reflection of light from 
the gray and bleached fabrics for each of the three grades agreed, 
in general, with the brilliance measurements. The gray cloth, be- 
cause of its yellow color, gave a greater reflection toward the red 
end of the spectrum, while the bleached cloth, on the other hand, 
gave more nearly the same relative reflection throughout the range 
of wave lengths used. 

The average number of fine particles of foreign matter in the gray 
cloth increased greatly as the grade became lower, but they largely 
disappeared after the finishing process. 

A reduction in the width of the gray fabric from 72 inches to about 
62 inches occurred as a result of the finishing process, whereas the 
length increased approximately 3 percent. 

The corrected tensile strength of strips of gray and of bleached 
fabrics decreased as the grade became lower except in one case in 
which the bleached fabric from the Middling cotton tested warpwise 
was stronger than the corresponding fabric from the Good Middling. 
Relatively, the tensile strength of the fabric from the Middling cot- 
ton was much nearer that from the Good Middling than that of the 
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Strict Good Ordinary cotton. On an average the corrected strength 
of the bleached fabric as determined by the strip method decreases 
6.9 percent warpwise and 19.5 percent fiUingwise over that of the 
grav fabric. 

The bursting strength of the gray and of the bleached fabrics from 
the Good Middling and Middling cotton was about equal and was 
much higher than that of the gray and of the bleached fabric made 
from the Strict Good Ordinary cotton. Bleaching resulted in a re- 
duction of approximately 33 percent in bursting strength per square 
inch for the fabrics manufactured from each of the three grades. 

Discrepancies between observation and expectation, noted in a 
few instances particularly in the case of the Middling bale, are not 
surprising when it is considered that many of the important fiber 
properties which are involved in cotton quality are beyond the 
province of the grade factors and the grade designations. These 
fiber properties, moreover, may vary greatly for a given grade and 
it must be evident that only insofar as they collectively assume 
mean values for a given bale can that bale be said to represent the 
particular grade category. 

SERVICEABILITY OF THE FABRICS 
By MABGARBT B. HAYS and RUTH E. ELMQUIST 

In connection with investigations of various aspects of cotton 
utilization, the Department is attempting to evaluate different grades 
and varieties of cotton in terms of their relative usefulness m fin- 
ished fabrics. In this study, sheetings made from American up- 
land cotton, selected to represent the (food Middling, Middling, and 
Strict Good Ordinary grades, were submitted to laboratory and 
wearing tests. For details of the construction and manufacture of 
these fabrics see page 6. 

No investigations of the durability of known grades of cotton 
when woven into fabrics are reported in the literature although a 
few studies have been made of the reaction to laundering of fabrics 
made of cotton of unknown grade and staple. The effect of re- 
peated washing on some damasks, sheetings, and shirtings was pub- 
lished by Griffith and her co worker s (£6) and the durability of 
ginghams and five white cotton fabrics when subjected to launder- 
ing was reported by Ginter and Khodes (^^). Furry and Edgar 
(^i, £ß) analyzed 109 commercial brands of sheeting and the dete- 
rioration of 5 of these due to laundering was studied by Griffith 
and Edgar (£6). MacDonald (36) reported an investigation by 
Consumers' Research, Inc., in cooperation with the New England 
Laundries, on the loss due to washing and to washing plus ironing 
of 10 brands of sheets having the largest volume of sales in 3 
Boston stores. A preliminary report (6) has been published by the 
Cotton Textile Institute of a study begun in 1928, m which 24 mill 
brands of sheeting were subjected to actual service in the Grass- 
lands Hospital in Westchester County, N.Y. Carpenter ^^ and 
Miller ^^ have compared the deterioration of sheets washed at a 

^ CAEPENTBE, C. B. COMPARATIVE ANALYSIS OF NINE BRANDS OF SHEETS. 1928. [Un- 
published master's thesis.    Copy on file Dept. Home Economics, Univ. Chicago, Chicago.] 

13 MILLER, E. M. AN ANALYTICAL STUDY OF COMMERCIAL BRANDS OF SHEETS. 1929. 
[Unpublished master's thesis. Copy on file Dept. Home Economics, Univ. Chicago, 
Chicago.] 
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commercial laundry and in the laboratory. The effect of commercial 
laundering on 24 brands of sheets was also investigated by Millard 
(1) in a study in which they were washed 160 times without wear. 

The grade and staple of the raw cotton used in the fabrics was 
not taken into consideration by these investigators and they did not 
follow the chemical changes produced by laundering. In the present 
study, changes in the chemical, as well as the physical characteristics 
of the sheetings were investigated. 

WEARING TEST 

No laboratory test has yet been devised which approximates actual 
service conditions. Therefore, in order to study the reaction of these 
grades of cotton to wear, the finished sheets were put into service in 
a Washington hotel.^^ This hotel maintains its own laundry and 
the staff cooperated to control the conditions both of the use and the 
laundering of the sheets. Variables in laundering procedure due to 
changes in personnel during the 2i^ years the test was in progress, 
were not significant. 

Thirty sheets of each of the three grades of cotton were marked 
with an individual identifying number. Before being used, they 
were given 2 hot rinses and 1 cold rinse to remove the nnishing ma- 
terial. After the excess of water was removed by extraction, they 
were ironed, dried thoroughly, and put into service on a transient- 
guest floor of the hotel. The beds had no rough edges on the frames 
or springs which would cause undue wear. 

Two sheets were used per bed each day, the wide hem always being 
placed at the head of the bed. It is assumed that over a long period 
each was used an equal number of times as the top and as the bottom 
sheet, and that the wear was uniform at any testing period. All 
sheets, except those removed for testing, were used as long as service- 
able. According to the hotel routine, those laundered one day were 
not put on the beds until the next day, but were stored overnight 
to permit thorough drying. Approximately half of the lot was used 
each day so all the sheets were in almost continuous service even 
though some of the beds were not occupied every night. 

Each morning the used sheets were collected and sent to the hotel 
laundry, where they were held until a worker from the Bureau of 
Home Economics arrived to watch the washing process. A record 
was kept of the time required for each suds, rinse, extraction, and 
ironing for every day any of the sheets were washed. Any variation 
in method was noted on this record. 

For the first 4 months the washing procedure was a 15-minute suds, 
which was started cold and into which the steam was turned after 
a few minutes' running, 2 hot rinses, each 3 to 5 minutes, and 2 cold 
rinses, each 3 minutes long. Due to personnel changes in the laundry 
the method used for the remainder of the time was a cold breakdown 
of 6 minutes, a hot suds (approximately 160° F.) of 10 minutes, 
sometimes another suds, depending on the load, 3 hot rinses (120° 
to 130°) of 3 to 6 minutes each, and 1 or 2 cold rinses (90° to 100°), 
each 3 to 5 minutes.   As it was not possible to control the washing 

1* Acknowledgment is made to Mary Lindsley, manager of the Dodge Hotel, Washington, 
D.C., for extending the facilities of the hotel for this study, and to Fanny Jeffrey, of the 
hotel staff, for cooperation in supervising the service and the laundering of the sheets. 
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temperature automatically, only approximate temperatures are re- 
ported. 

The first year, a soap solution was used of such concentration that 
the wheel contained one fourth of a pound of soap chips and one 
eighth of a pound of soda in 8 to 10 gallons of water. The remainder 
of the time soap chips alone were used. In accordance with the 
regular hotel practice, no bleaching was done and bluing was added 
to the last cold rinse only during a month each spring. 

After rinsing, the sheets were extracted 7 to 12 minutes and then 
ironed, selvage to selvage, through a 4-roller mangle heated with 
steam at 65 to 70 pounds pressure. The sheets were alVays folded 
by hand. 

The daily record of the identifying number of each sheet washed 
was obtained when it was folded. Thus it was possible to determine 
exactly how many times a given sheet was laundered. A chart was 
kept for each sheet, breaks being recorded thereon as they occurred. 
The area, kind of break, and number of washes at which each break 
appeared were recorded. The sheets were then repaired in the hotel 
mending room and returned to service. 

Ordinary stains were removed by the regular washing or by soak- 
ing in the soap tank overnight and then rewashing. This and any 
other necessary stain-removal treatment was recorded. Sheets for 
testing were selected at random and of these only two had ever been 
placed in the soap tank to remove stains. 

LABORATORY TESTS i^ 

One sheet of each grade of cotton was removed at intervals (table 
18) and tested for weight, thread count, thickness, and breaking and 
bursting strength. All samples were conditioned at least 4 hours 
before testing in a room maintained at 70° F. and 65 percent relative 
humidity. Fluidity, copper number, and méthylène blue absorption 
determinations were also made at the same test periods. 

SAMPLING 

The area, 22 inches wide and 71 inches long, most probably oc- 
cupied by the body as shown in the diagram given by O'Brien and 
Steele (^) was used for sampling (fig. 11). Breaking-strength de- 
terminations were made with strips taken at the places of probable 
maximum wear, symmetrical to the center line and selected so that no 
warp or filling threads were duplicated. The sections B, C, and D 
each supplied 5 warp and 5 filling strips and 3 bursting-strength 
samples. In addition, the A, B, and C sections each furnished 1 and 
the D section 2 samples for determining the weight per square yard of 
the fabric. The middle fold was tested for breaking strength in four 
places both warpwise and fiUingwise. Thickness and thread count 
were determined on the pieces used for the weight determinations. 
Sections A, B, C, and D were sampled for the fluidity and copper- 
number determinations. A composite sample of all four sections 
was taken for the méthylène blue absorptions. The remainder of 
the sheet was used in the ironing study (see pp. 48 to 64). 

15 The assistance rendered by Jeanne D. Guerin, of the Bureau staff, both at the hotel 
and m the laboratory, is gratefully acknowledged. Doris M. Buchanan, formerly of the 
Bureau staff, assisted with the chemical determinations. 
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B'iGURE 11.—Plan of layout for sampling laundered sheets. The part occupied by the body 
was tested. Section A is ordinarily occupied by the pillow, section B by the shoulders 
and back, section C by the hips, and section D by the legs and feet. 
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At the beginning all tests were made on the new fabric of each 
grade. In order to study the effect of aging only, two control 
sheets of each grade of cotton were stored when the others were 
put into service. Every time a laundered sheet was removed for 
testing, breaking strength and bursting strength determinations 
were made on the stored fabric. The samples from these control 
sheets were selected to be representative of the entire sheet, none 
being taken closer than 12 inches to the selvage. 

WEIGHT,  THREAD  COUNT, AND  THICKNESS 

In determining the weig'ht, 2-inch squares w^ere stamped out 
with a die and weighed on a torsion balance reading directly in 
ounces per square yard. The number of threads in an inch both 
warpwise and fiUingwise was determined with a thread-counting 
micrometer. Thickness was measured on the same samples with a 
micrometer gage graduated to read to 0.001 inch, which exerted 
constant pressure on a given area of the fabric. In each of these 
tests, the average of five readings was reported. 

BREAKING   STRENGTH 

The strip method was used for determining the breaking strength 
of the sheets. In accordance with the method recommended by the 
Federal Specifications Board (SS), samples were cut li/4 by 6 inches 
and raveled down to exactly 1 inch. The pendulum-type testing 
machine with a capacity of 150 to 300 pounds was motor driven, the 
lower jaw traveling down at the rate of 12 inches per minute. The 
distance between the top and bottom jaws, 3 inches wide both 
front and back, was 3 inches. Warp and nlling specimens were 
broken and in each case 15 values were averagecj. 

BURSTING   STRENGTH 

The steel-ball attachment for the testing machine was used to 
determine the bursting strength. Samples were cut 4 by 4 inches 
and the average of nine determinations reported. 

SHRINKAGE 

Each sheet was measured before going into service and again 
after being removed. The length was measured in three places 
and width in five, to the nearest one sixteenth of an inch. The 
shrinkage was calculated from these measurements. 

FLUIDITY  IN  CUPRAMMONIUM   SOLUTION 

The fluidity (viscosity) tests were made with solutions of cotton 
in cuprammonium hydroxide at 25° C. by means of capillary-tube 
viscometers. Since the details of the method used were developed 
in connection with the ironing study, the description of the pro- 
cedure is given on page 53. 

The fluidity  values were  calculated in  centimeter-gram-second 

units by the equation /^ = ^.p_  ^ where F equals the fluidity, C 

the constant of the instrument, q the rate of flow, and the quantity 
(P-p) the average pressure causing flow.    The value of 0 is given 
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by the expression TOöJ^ where g is the acceleration of gravity, d is 

the internal diameter of the capillary tube and Z, the length of the 
capillary.    The quantities d and L were 0.1136 and 3.23 centimeters, 

respectively, for this study.   p_     is obtained from flow pressure 

graphs (fig. 17) where the pressure head, P, is plotted as abscissa and 
the rate of flow, ^, as ordinate. The intercept on the pressure axis 
gives the yield value, p. 

COPPER NUMBEJR 

The method adopted was the same as that described in the ironing 
study (p. 56). Analyses were made with 1.5 grams of the finely di- 
vided conditioned material and the results are recorded in grams of 
copper reduced per 100 grams of dry cotton. 

ABSOBPTION OF METHYLENE BLUE 

The titrimetric method of Clibbens and Geake {H) was used, in 
which the disintegrated material was treated with a buffered méthylène 
blue solution of pH 7. The most worn sheetings absorbed so much 
méthylène blue that 0.3-gram samples were substituted for the 2.5- 
gram quantities recommended by Clibbens and Geake (i^). Since 
méthylène blue absorption values may be greatly influenced by the 
presence of traces of alkali or soap, the materials, previous to the 

absorption measurements, were steeped for 1 hour in ZTTT sulphuric 

acid and then rinsed and steeped in distilled water until the washings 
were neutral. The absorption is expressed in millimols of méthylène 
blue per 100 grams of dry cotton. 

RESULTS 
/ 

The change in weight of the sheets after the first wash was not 
appreciable, but there was a gradual loss in weight with service, 
as shown in table 18. Grade No. 8 (Strict Good Ordinary) was 
always slightly lighter than grade No. 3 (Good Middling) or grade 
No. 5 (Middling), and the loss in weight for grade 5^0. 8 at 210 
washes was the same as for grades Nos. 3 and 5 after 240 washes. 
This seems to indicate that after a loss of 20 percent (0.8 ounce, 
approximately) sheets are no longer serviceable. These three cot- 
tons were all made into sheets of medium weight, so no generaliza- 
tion can be made as to what might apply for lightweight or heavy- 
weight sheetings. In the order of increasing weight, the grades 
ranked Strict Good Ordinary, Middling, and Good Middling. 

The values for thread count are also given in table 18. The 
number of warp threads per inch decreased, while the number of 
filling threads increased with washing. This change was expected, 
as the sheets were shrinking in length and stretching in width. 
All the fabrics showed a trend toward the same number of threads 
in both warp and filling directions after 125 washes. As shown 
in this table thickness increased with the first washing due to 
shrinkage. In all cases the variation in thickness was slight and of 
the same order as the error in measuring. 
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TABLE 18.—Thread, count, weight,  and. thickness, after repeated launderings 
and wear, for sheetings made from the S selected cottons 

Test 
period 
(times 
laun- 

dered) 

Threads per inch Weight 
per 

square 
yard 

Grade of cotton 
Warp Filling 

Thickness 

Number Number Number Ounces Inches 
{         '0 171 163 14.07 10.009 

1 73 63 4.10 .011 
75 70 65 4.02 .011 

125 69 65 3.78 .010 
Good Middling (No. 3)  150 68 67 3.80 .010 

175 70 68 3.78 .010 
200 70 68 3.76 .010 
225 70 69 3.50 .010 
240 

10 
70 67 3.34 .010 

172 162 14.01 1.009 
1 72 63 3.98 .011 

75 70 67 4.00 .011 
125 70 67 3.76 .010 

Middling (No. 6)  150 69 66 3.64 .010 
175 68 67 3.60 .010 
200 69 68 3.74 .010 
225 68 69 3.26 .009 
240 69 70 3.44 .009 

r        ^0 1 71 161 13.89 1.009 
1 72 63 3.90 .011 

75 68 65 3.70 .011 
125 68 66 3.44 .010 

Strict Good Ordinary (No. 8)_  150 67 64 3.50 .010 
165 69 65 3.38 .009 
175 68 66 3.34 .010 
200 68 66 3.24 .010 

i         210 68 65 3.12 .010 

1 Average of 2 control sheets. 

The average breaking strengths of the B, C, and D sections and 
middle fold of the sheets after various periods of wear are shown 
in table 19 and figure 12. In all three grades the breaking strength 
of the B section was always the lowest, while the C and D sections 
were of the same order. Contrary to the results of an analysis of 
sheets previously used at the hotel (44)^ the strength of the middle 
fold was no lower than that of the section from which it was taken. 
The Strict Good Ordinary sheets had a lower initial breaking 
strength, but the general downward trend was the same for all 
three grades. 

The loss in breaking strength as compared with a new sheet of 
each grade is given in table 20 and plotted in figure 13. The greater 
loss in the breaking strength of the warp up to 75 washes is probably 
due to the loss of sizing. A comparison of the loss in strength of 
sheets washed once and 75 times shows that approximately half the 
loss in the warp during this interval took place in the first wash as 
did almost all the loss in the filling. 

A laundered sheet would appear relatively stronger as a result 
of shrinkage. For comparison, therefore, the average breaking 
strengths were calculated for a 64 by 64 fabric, which was the gray 
specification (table 21). The index value, the average breaking 
strength in pounds divided by the average thread count, was com- 
puted for both the warp and filling directions (table 22 and fig 14). 
The strength-weight factor, the sum of the warp and filling breaking 
strength in pounds divided by the weight per square yard in ounces, 
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is plotted in figure 15. By both methods of comparison, grade No. 5 
is higher than 3, which in turn is above 8, except for the inversion 
of 3 and 5 at 125 and 225 washes. 

TABLE 19.—Breaking strenfftJi of various seotions of sheetings made from the 
3 selected cottons tested after repeated launderings and wear 

Test 
period 
(times 
laun- 
dered) 

Breaking strength i 

Warp Filling 
Grade of cotton 

Section 
Aver- Mid- 

dle 

Section 
Aver- Mid- 

B C D fold B C D 
age fold 

No. Lb. Lb Lb. Lb. Lb. Lb. Lb. Lb. Lb. Lb. 
20 2 61.7 2 61.6 2 63.8 2 62.4 2 41.5 2 42.5 2 42.1 242.0 

1 49.4 52.8 53.7 52.0 33.3 32.8 33.4 33.2 
75 38.1 48.7 48.7 45.2 45.9 30.6 32.5 34.5 32.5 35.1 

125 35.6 40.3 36.6 37.5 34.8 20.1 24.9 26.2 23.7 22.2 
Good Middling (No. 3). 150 29.7 32.5 32.1 31.4 32.3 16.2 18.3 18.6 17.7 20.3 

175 26.2 29.0 29.7 28.3 28.3 12.2 17.0 15.6 14.9 15.8 
200 20.8 27.6 25.9 24.8 27.1 8.3 14.2 13.4 12.0 12.5 
225 17.9 26.4 26.2 23.5 23.0 5.6 13.5 10.8 10.0 9.6 

I   240 14.1 19.1 22.8 18.7 19.3 3.4 8.6 6.6 6.2 5.1 
/      20 2 61.2 2 59.2 2 61.5 2 60.6 2 37.9 2 38.7 239.2 2 38.6 

1 52.4 49.4 54.5 52.1 32.0 33.3 32.0 32.4 
75 45.1 47.0 46.2 46.1 49.3 30.2 34.5 33.5 32.7 32.8 

125 31.4 37.7 35.7 34.9 32.9 22.5 22.5 25.7 23.6 22.0 
Middling (No. 5)  1.50 28.9 36.8 36.4 34.0 33.7 16.9 17.6 20.2 18.2 18.8 

175 27.2 28.8 31.2 29.1 32.0 12.4 15.9 16.6 15.0 15.5 
200 22.5 28.8 28.3 26.5 27.3 10.7 13.9 13.2 12.6 10.3 
225 16.5 23.9 23.6 21.3 21.4 4.2 10.4 9.1 7.9 8.6 
240 17.1 24.2 21.5 20.9 20.5 4.9 8.9 6.1 6.6 6.5 
20 2 49.5 2 50.4 2 50.9 2 50.3 2 29.1 2 30.4 230.3 2 29.9 

1 43.3 45.9 45.4 44.9 28.8 29.6 27.9 28.8 
75 39.2 39.8 38.8 39.3 38.9 27.4 27.6 28.9 28.0 26.5 

Strict Good Ordinary 
(No. 8)   

125 
160 
165 

27.9 
24.4 
22.8 

30.1 
28.6 
25.7 

32.0 
28.1 
24.9 

30.0 
27.0 
24.5 

29.9 
28.2 
21.4 

13.8 
13.4 
9.0 

19.3 
15.9 
13.3 

18.6 
15.7 
12.1 

17.2 
15.0 
11.5 

20.1 
15.6 
12.8 

175 20.6 25.3 25.1 23.7 24.0 7.9 13.5 12.9 11.4 12.8 
200 14.3 18.1 17.7 16.7 15.0 3.3 7.4 8.8 6.5 8.0 

[   210 15.1 19.0 17.6 17.2 19.4 5.5 7.8 7.8 7.0 7.4 

1 strip method. 
2 Average of controls for 8 test periods. 

TABUE 20.—Loss in breakmg strength of sheetings made from the 3 selected 
cottons tested after different intervals of service 

Loss in breaking strength 

Test period (times laundered) Good Middling 
(No. 3) Middling (No. 5) Strict Good Ordi- 

nary (No. 8) 

Warp Filling Warp FUling Warp Füling 

1  . 
Percent 

16.7 
27.6 
39.9 
49.8 

Percent 
20.9 
22.6 
43.6 
57.9 

Percent 
14.0 
23.9 
42.4 
43.9 

Percent 
16.1 
16.3 
38.9 
62.8 

Percent 
10.8 
21.9 
40.4 
46.3 
51.4 
62.9 
66.8 
65.9 

Percent 
3.7 
6.4 

42.6 
60.8 
61.6 
61.9 
78.3 
76.7 

75  
125  
150-...    
165_.   
175  64.7 

60.3 
64.5 
71.5 

61.9 
56.3 

61.2 
67.4 200.   

210    
225   62.5 

70.2 
76.2 
85.4 

64.8 
65.4 

79.6 
82.9 240_-_   
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selected  cottons :  A, Warpwise ;  B,  fillingwise. 

TABLE 21.—Breaking strength corrected to a 6^ hy 64 constrtiction for new amd 
laundered sheetings made from the 3 selected cottons 

Grade of cotton Direction 
of test Grayi Bleachedi 

Corrected testing strength for sheets laundered indicated 
number of times 

0 1 75 125 150 166 175 200 210 225 240 

Good   Middling 
(No. 3)  

/Warp... 
\Filling.. 
iWarp... 
iFUling.- 
fWarp... 
\Filling.- 

Lb. 
62.0 
60.3 
59.7 
49.8 
61.3 
43.1 

Lb. 
66.7 
42.7 
58.0 
39.4 
46.4 
33.2 

Lb. 
66.0 
43.0 
64.0 
39.8 
45.5 
31.6 

Lb. 
46.8 
33.6 
46.3 
32.9 
40.0 
29.4 

Lb. 
41.6 
31.8 
42.4 
31.2 
36.8 
27.6 

Lb. 
34.6 
23.3 
32.1 
22.7 
28.3 
16.8 

Lb. 
29.5 
16.9 
31.6 
17.8 
25.7 
14.7 

Lb. 

"22.'7 
11.4 

Lb. 
26.1 
14.0 
27.2 
14.3 
22.4 
11.1 

Lb. 
22.7 
11.3 
24.6 
11.8 
15.8 
6.3 

Lb. 

"Í6.'2 
6.9 

Lb. 
21.8 
9.4 

20.0 
7.6 

Lb. 
17.1 
5.9 

Middling (No. 5)_ 
Strict Good Ordi- 

19.2 
6.0 

nary (No. 8)—. 

1 Taken from p. 21. 

Bursting strength proved to be a somewhat inaccurate test, as 
there was considerable variation in the individual values, particu- 
larly on sized fabrics.   The values in the respective grades after 1 

19881*»—34 3 
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and after 75 washes are within the range of the values for the con- 
trols as determined at different test periods. There was, however, a 
continual drop in bursting strength after 75 washes. This is shown 
more clearly in figure 16, in which the values of table 23 are plotted. 
There is a correlation between bursting strength and fabric failure. 
Breaks appeared when the bursting strength was approximately 28 
pounds. This occurred at 125 washes for Strict Good Ordinary, 165 
washes for Good Middling, and 175 washes for Middling cotton, and 
corresponds to the average time of first break, as shown in table 24. 

TABLE 22.—Index, sfirinkaffe, aud strength-weight factor for new and Icmnderea 
sheetings made from the 3 selected cottons 

Grade of cotton 

Test 
period 
(times 
laun- 

dered) 

Index 1 

Warp       FUling 

Shrinkage 

Warp Filling 

Strength- 
weight 
factor 2 

Good Middling (No. 3)_ 

Middling (No. 5).. 

Strict Good Ordinary (No. 8).. 

Number 
80 

1 
75 

125 
150 
175 
200 
225 
240 
30 

1 
75 
125 
150 
175 
200 
225 
240 
30 

1 
75 
125 
150 
165 
175 
200 
210 

Percent 
3 0.87 

.72 

.65 

.54 

.46 

.41 

.36 

.34 

.27 
3.84 

.72 

.66 

.50 

.50 

.43 

.39 

.31 

.30 
3.71 

.63 

.58 

.44 

.40 

.35 

.35 

.25 

.25 

3 0.67 
.53 
.50 
.36 
.26 
.22 
.18 
.15 
.09 

3.62 
.51 
.49 
.35 
.28 
.22 
.18 
.12 
.09 

3.49 
.46 
.43 
.26 
.23 
.18 
.17 
.10 
.11 

Percent 

-3.1 
-6.4 
-7.4 
-6.7 
-7.2 
-7.5 
-7.6 
-5.3 

-1.1 
+4.4 
+3.7 
+6.0 
+4.2 
+4.1 
+4.7 
+0.7 

-3.0 
-6.5 
-7.1 
-7.3 
-7.0 
-7.8 
-7.6 
-6.9 

+0.2 
+4.0 
+4.4 
+5.3 
+5.3 
+5.2 
+4.0 
+3.6 

-2.8 
-6.5 
-6.7 
-6.8 
-5.2 
-7.2 
-8.0 
-7.9 

-0.3 
+4.5 
+4.7 
+5.4 
+3.0 
+6.7 
+4.9 
+5.3 

3 25.7 
20.8 
19.4 
16.2 
12.9 
11.4 
9.8 
9.6 
7.5 

3 24.8 
21.2 
19.7 
15.6 
14.3 
12.3 
10.5 
9.0 
8.0 

3 20.3 
18.9 
18.2 
13.7 
11.9 
10.7 
10.5 
7.2 
7.8 

average breaking strength in pounds 
1 Index— average thread count. 

W breaking strength in pounds+F breaking strength in pounds 
2 Strength-weight factor« Wiiiht per square yard in ounces. 

3 Average of controls for 8 test periods. 

TABLE 23.—Bursting strength of sheetings made from the 3 selected cottons, 
tested after repeated laimderings and wear 

Test period (times 
laundered) 

OL. 
l_-. 
75... 
125.. 
150.. 
165.. 

Bursting strength 

Good 
Middling 
(No. 3) 

Pounds 
1 54.6 

55.1 
53.6 
36.1 
31.8 

Middling 
(No. 5) 

Pounds 
155.0 

56.3 
56.3 
4L 9 
35.4 

Strict 
Good 

Ordinary 
(No. 8) 

Pounds 
138.2 

40.6 
44.7 
28.9 
25.7 
17.8 

Test period (times 
laundered) 

175_. 
200- 
210- 
225- 
240- 

Bursting strength 

Good 
Middling 
(No. 3) 

Pounds 
25.3 
22.8 

22.6 
1L6 

Middling 
(No. 5) 

Pounds 
27.9 
23.7 

20.9 
16.9 

Strict 
Good 

Ordinary 
(No. 8) 

Pounds 
20.4 
14.6 
13.6^ 

1 Average of controls for 8 test periods. 
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TABLE 24.—Ravvge^ average, a/iid stamUtrd deviation of time of first break, and 
time of removing from servwe for sheets rmide of the S selected cottons 

er- 

1 

i— 

^— ^-, 
\ 

\ 
\ 

^^ ^*l v^ ^^1 H >^^ 
B 

'S 

Grade of cotton 

First break occurred 

Range 
(times 
laun- 

dered) 

Aver- 
age! 

(times 
laun- 

dered) 

Stand- 
ard devi- 
ation if 

Removed from 
service 

Range 
(timas 
laun- 

dered) 

Aver- 
age 2 

(times 
laun- 

dered) 

Good Middlhig (No. 3)  
Middling (No. 5)   
Strict Good Ordmary (No. 8) 

Number 
123-198 
137-205 
102-177 

Number 
166 
180 
145 

Number 
222-251 
223-252 
197-217 

Number 
237 
239 
208 

I Average of 26 sheets. 2 Average of 24 sheets. 
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for sheetings made of the three selected cottons, removed from service at intervals of 
their wear life. 

The shrinkage for sheets removed from service is shown in table 
25, and indicates that after 75 washes the change in dimensions was 
very slight. Apparently the gain in width was caused by always 
ironing from selvage to selvage. This agrees with the observations 
of McClew (35). The change in area is slightly greater than that 
reported by the Cotton Textile Institute (5). The variation in 
shrinkage for the three different fabrics is not significant. 

TABLE 25.—Average shrinkage of sheetings ^ made from the 3 selected cottons 

Grade of cotton 

Good Middling (No. 3)  
Middling (No. 5)  
Strict Good Ordinary (No. 8) 

1 Average of 30 sheets. 

Length 

Percent 
-7.7 
-7.9 
-7.6 

Width 

Percent 
+3.0 
+3.7 
+4.1 

Area 

Percent 
-4.9 
-4.4 
-3.7 
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None of the controls of all grades which were stored showed a loss 
in breaking strength during storage. Any variations noted in the 
breaking strength were of the same order as those due to sampling. 
The di&rence between the values at the beginning of the study and 
the average value of the controls in each case is insignificant. Burst- 
ing strength does not show any variation that can be attributed to 
the effects of storing. 

I o    ^S   ^(9 7S /«%? /2S Ax^ /^^ jax? ^¿"s-£:íí9 

FIGURE 16.—Bursting strength of laundered sheetings made from the three selected cottons. 

The life of the sheets as measured by the number of times laun- 
dered is given in table 24. The six of each grade used for testing 
are not included. When, in the judgment of the workers, the sheets 
were too weak to darn or patch, they were removed from service. 
Since this personal element was involved, the distribution of the 
time of first break was also studied and is reported in table 24. This 
first break may have been due to accident as well as actual wear. 
However, a study of the life of the sheets and the time of first break 
shows that the Middling cotton wore slightly better than Good 
Middling and both of these outlasted the Strict Good Ordinary 
cotton. 

A summary of the record charts showing the location and types of 
breaks indicates that the maximum wear occurred in the B section 
and at the selvages for all three grades. The majority of breaks were 
due to the failure of the filling yarns. Since the sheets were put 
through the mangle crosswise, creases resulted parallel to the sel- 
vages. This weakened the material so that in most cases the selvages 
were removed eventually and the sheets hemmed. In some instances 
breaks even occurred along these hems. 

The values for the fluidity test, which is a measure of deterioration 
in cotton, are given in table 26 for the three sheetings. The results 
show that initially the Good Middling and Middling cottons are of 
the same order but that the Strict Good Ordinary is weaker. In the 
case of all thre.e of the selected cottons there is a significant increase 
in fluidity with service. The appreciable rise in this quantity after 
the first wash may be attributed to partial removal of starch and 
other sizing materials. The values for the Strict Good Ordinary 
cotton indicate that the variation between sheets may be greater than 
the amount of tendering resulting from 10 washes. 

Flow-pressure relationships for the cuprammonium solutions of 
the three sheetings are illustrated in figure 17 where average rates of 
flow for the four sections are plotted.   The slopes of the lines increase 
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with fluidity, since rate o.f flow is used as the ordinate. The lines of 
least slope in each set of diagrams represent the material after one 
wash; the lines of steeper slope, the material at intervals during the 
period of service. The steepest line for the Good Middling and Mid- 
dling groups gives the flow-pressure relationship for the materials 
laundered 225 times, and that for the Strict Good Ordinary, after 200 
washes. The latter is steeper than the two former, showing that the 
Strict Good Ordinary cotton is more tendered at the end of 200 
washes than are the other cottons at the end of 225. Two hundred 
washings for Strict Good Ordinary and 225 for the other two 
sheetings are within the range of removal from service, as shown 
by table 24. 

TABLE 2ß.—Fluidity measurements of various sections of sheets made from the 
3 selected cottons and removed from service at intervals during their wear 
life 

Test 
period 
(times 
laun- 

dered) 

Fluidity 

Grade of cotton 
Section 

A 
Section 

B 
Section 

C 
Section 

D Average 

Number 

10 
1 

75 
125 
150 
175 
200 

2225 
[        240 

10 
1 

75 
125 
150 
175 
200 
225 

\        240 
10 

1 
75 

125 
150 
165 
175 
200 

[      2 210 

Recipro- 
cal poises 

Recipro- 
cal poises 

Recipro- 
cal poises 

Recipro- 
cal poises 

Recipro- 
cal poises 

112.1 
13.1 

nnnñ Middlinff CNo. 3)          

14.5 
15.3 
17.3 
18.2 
18.8 
18.7 
20.2 

14.9 
15.5 
17.5 
18.5 
19.0 
19.1 
20.7 

14.2 
15.3 
17.4 
17.7 
18.4 
18.4 
20.2 

14.2 
15.2 
17.1 
17.9 
18.2 
18.2 
19.5 

14.5 
15.3 
17.3 
18.1 
18.6 
18.6 
2a2 

112.2 
12.6 

Middling (No. 5)— -— 

15.0 
15.8 
17.2 
17.6 
18.4 
19.6 
20.3 

15.5 
15.9 
17.6 
18.2 
18.8 
19.9 
20.9 

14.9 
15.4 
17.1 
18.0 
18.4 
19.5 
20.1 

14.9 
15.3 
17.1 
17.4 
18.3 
19.2 
19.9 

15.1 
15.6 
17.3 
17.8 
18.5 
19.6 
20.3 

1 13.3 
14.4 

flfrinf C^nnA Ordinarv fNo. 8)                

15.3 
16.4 
17.2 
17.9 
18.4 
20.5 
19.8 

15.4 
16.5 
17.5 
18.7 
18.7 
21.4 
20.4 

15.2 
16.3 
17.4 
18.2 
18.3 
20.5 
19.7 

16.3 
16.1 
17.2 
18.0 
17.9 
20.2 
19.6 

15.3 
16.3 
17.3 
18.2 
18.3 
20.7 
19.9 

1 Thf r'l^ufaVÄhe chemical and physical tests made on the sheet removed for testing at this period 
showed that the sample did not conform to the general trend for the grade. 

The yield value, as given by the intercept on the pressure axis is 
an index to the abnormality of a solution. This value becomes 
smaller as the fabric of each ^ade becomes more tendered. Thus, 
with increasingly severe deterioration of the cotton, the cupram- 
monium solutions approach the normal behavior of viscous liquiiis. 
The vield value also decreases according to the grade of cotton in the 
order Good Middling, Middling, and Strict Good Ordinary. During 
approximately the last third of the wear life the yield value is zero. 

The fluidity relationship by grade is also illustrated graphically 
in figure 18, where the average of the four sections is plotted against 
the number of times laundered.   This figure shows that throughout 
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the period of observation the fluidity values are higher for sheetings 
made of Strict Good Ordinary cotton than for those made of the 
other two cottons. Middling and Good Middling cotton are of the 
same order. 

The fluidity measurements recorded in table 26 for each of the 
three grades of cotton are plotted by sections of the sheet in figure 
19.    The order of increasing deterioration of the sections for each 

c?  es au ZS  /ÛÛ  /2S' /SÛ /7S 2Û^^2S 20Û 
r//f£S Z^¿/Ar¿^£je£/? 

FIGURE 18.—Fluidity values of cuprammonium solutions of sheetings made from the three 
selected cottons and given different numbers of launderings. 

grade is D, C, A, and B. This relationship is shown more clearly 
m figure 20, where averajge values of the three cottons are plotted. 
The g:reatest difference exists between sections A and B. Section D is 
superior to section C, which is only slightly superior to section A. 

Since section B received the most severe wear, and section D the 
least, the difference between their fluidity values gives some indica- 
tion of the wear factor by itself. This difference averages 9 percent 
of the total rise in fluidity. It would, of course, be greater if sec- 
tion D had not been worn at all, and much greater if the ratio of the 
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number of launderings to the number of nights used were changed 
from 1:1 to 1:7 to conform to usual home practice. This is contrary 
to the opinion expressed in the report of Millard's work (i) that 
the wear factor is negligible in sheets used in hospitals. 
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Deterioration as measured by fluidity appears to be more rapid in 
the last half of the wear life than in the first half. This is illustrated 
clearly in figure 20. 

In figure 21 the fluidity values are plotted against loss in warp- 
breaking strength.   The graph shows the existence of a linear rela- 
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tionship between these two quantities. This is also the finding when 
fluidity measurements are plotted against loss in breaking strength 
of the filling. Clibbens and Ridge (16), who progressively modified 
cotton yarns by the action of oxidizing agents and acids, found a 
similar correlation between fluidity and tensile strength. 

SJ'   ^û   7S   /ÛÛ /es /SÛ   /ZS J2l^ 

FIGURE 20.—Fluidity values of cuprammonium solutions of different sections of cotton 
sheetings laundered various numbers of times. The value for each section is the aver- 
age for sheetings made of the three cottons. 

The copper numbers for all three cottons are given in table 27. 
They also increase steadily with service. Since copper numbers 
measure chemical deterioration, it is evident that wear produces a 
progressive chemical deterioration. Again it is apparent that Strict 
Good Ordinary cotton showed slightly more degradation before it 
was laundered and at the end of 200 washings than did the other 
cottons at the end of 225 washings.    However, during the major 
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part of its wear life the Good Middling contained more oxidized 
cellulose than either of the other cottons. 

In figure 22 the values for copper numbers given in table 27 are 
plotted by sheet sections.    The degree of chemical degradation oí 
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FIGURE 21.—Relationship between the fluidity in cuprammonium solution and the loss in 
warp breaking strength as compared with a new sheet of each grade. The sheetings 
were made from the three selected cottons and given various amounts of wear. 

all of the fabrics increases in the order, sections D, C, A, and B. This 
relationship, which is the same as that obtained with the fluidity 
measurements, is more apparent when the average values of the 
three grades are plotted, as in figure 23. The increased deterioration 
of B over that of the other three sections is more evident from copper 



44 TECHNICAL BULLETIN  40 6,  U.S. DEPT. OF AGRICULTURE 

numbers than from fluidity results. The average difference in cop- 
per numbers between B and D amounts to 9% percent of the total 
rise in this value, showing again that wear alone is significant. For 
both fluidity and copper number this percentage difference decreases 
in the order Good Middling, Middling, and Strict Good Ordinary. 

TABLE 27.—Copper numbers of various sections of sheets made from the 3 
selected cottons and removed from service at intervals d/iirinç their wear 
life 

Test 

(times 
laun- 

dered) 

Copper number of— 

Grade of cotton 
Section 

A 
Section 

B 
Section 

0 
Section 

D Average 

Number 
(         ^0 

1 
75 

125 
150 
175 
200 

2225 
240 

(          ^0 
1 

75 
125 
150 
175 
200 
226 
240 

(          ^0 
1 

75 
125 
150 
165 
175 
200 

[      2 210 

1 0.29 
.38 

Good Middling (No. 3) — 

0.54 
.72 
.79 
.89 
.90 
.82 
.94 

0.62 
.78 
.81 
.93 
.93 
.85 
.95 

0.51 
.70 
.81 
.87 
.91 
.78 
.91 

0.51 
.66 
.81 
.87 
.89 
.78 
.90 

.56 

.72 

.81 

.89 

.91 

.81 

.93 
Í.29 
.36 

Middline fNo. 5)           *            _ 

.53 

.62 

.73 

.77 

.85 

.86 

.90 

.53 

.67 

.76 

.80 

.92 

.94 

.96 

.61 

.57 

.71 

.79 

.86 

.90 

.90 

.62 

.67 

.68 

.75 

.80 

.85 

.89 

.52 

.61 
72 

.78 

.86 

.89 

.91 
1.32 
.39 

Strict Good Ordinary (No. 8)  

48 
60 
69 
77 
77 
94 
86 

.53 

.63 

.75 

.80 

.81 

.94 

.91 

.49 

.60 

.67 

.76 

.75 

.93 

.88 

48 
68 
66 
79 
75 
92 
86 

.50 

.60 

.69 

.78 

.77 

.93 

.88 

Í Avertie of 2 sheets. 
> The results of all the chemical and physical tests made on the sheet removed for testing at this period 

showed that the sample did not conform to the general trend for the grade. 

When copper numbers for each grade of cotton are plotted against 
loss in breaking strength of the warp, the relationship is approxi- 
mately linear, as in the correlation of fluidity measurements and 
breaking strengths given in figure 21. Again, when fluidity values 
are plotted against copper numbers an approach to a linear relation 
is apparent over the range studied. For all three grades, at any 
test period, the difference (expressed in percent) in the copper num- 
bers of the laundered an(l unlaundered materials was about four 
times the difference in the fluidity results. 

The méthylène blue absorption values (table 28 and fig. 24) show 
that absorption increases progressively with wear. Increased ab- 
sorption indicates chemical deterioration. The absorption is greater 
for the Strict Good Ordinary cotton after 200 washes than for the 
other grades after 225 washes. However, for the major part--of 
the wear life, the order of increasing absorption is Strict Good 
Ordinary, Middling, and Good Middling. These findings are sim- 
ilar to those obtained with the copper number test. 
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wear life : A, Good Middling cotton ; B, Middling cotton ; C, Strict Good Ordinary cotton. 
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FIGURE 23.—Copper numbers of different sections of cotton sheetings laundered various 
numbers of times. The value for each section is the average of that for sheetings made 
of the three cottons. 

TABLE 28. Methylens blue absorption of sheetings made frmn fUß S selected 
cottons, tested after repeated lamiderings aud wear 

Méthylène blue absorption 

Test period 
(times laundered) 

Méthylène blue absorption 

Test period 
(times laundered) Good 

Middling 
(No. 3) 

Middling 
(No. 6) 

Strict 
Good 

Ordinary 
(No. 8) 

Oood 
Middling 
(No. 3) 

Middling 
(No. 5) 

Strict 
Good 

Ordinary 
(No. 8) 

Oi_.   U.88 
2.48 
7.54 

10.42 
12.80 

U.87 
2.45 
7.09 

10.05 
12.78 

U.82 
2.12 
6.86 
9.17 

12.18 
13.14 

175 14.87 
15.97 

14.69 
15.88 

13 02 
1  200 17 69 
75-   210 - -_. 2 17.60 
125 —  225 Î15.72 

17.66 
17.05 
17.54 150 -  240  

165 —- 

1 Average of 2 sheets. 
a The results of all the chemical and physical tests made on the sheet removed for testing at this period 

showed that the sample did not conform to the general trend for the grade. 
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Increases in méthylène blue absorption were obtained in this study 
as a result of wear, while in the ironing project the absorption was 
found to decrease as the temperature rose. At the higher tempera- 
tures,'however, the rate of this decrease became smaller and the 
absorption tended toward a limiting value. Barr and Hadfield (7), 
who exposed cotton fabrics to the action of sunlight, found that with 
exposure the méthylène blue absorption decreased somewhat at first 

Û    2S   SÛ   7^   /9C? /2Í5- /SÛ /TS 2UÛ 22S 2aû 

FIGURE 24.—^Méthylène blue absorptions of sheets made from the three selected cottons 
and given different numbers of launderings. 

and then began to rise. Thus it is obvious that méthylène blue ab- 
sorption is not always a reliable quantitative test for the early stages 
of oxidation. Taken together with copper number, however, it 
affords diagnosis of the type of degradation that has occured. 

Birtwell, Clibbens, and Kidge (9) differentiate between two types 
of " oxycellulose ", one characterized by a large increase in méthylène 
blue absorption and a relatively small increase in copper number 
with progressive modification, and the other, the reducing type, by 
the reverse properties.    They obtained the first type by treating 
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cotton with alkali hypobromite. The present study shows that wear 
and laundering also produce this type of oxidation product since 
rapid increases in méthylène blue absorption and small increases 
in copper numbers were observed. 

CONCLUSIONS 

Sheets composed of American upland cotton selected to represent 
the Good Middling, Middling, and Strict Good Ordinary grades 
were subjected to controlled wear and laundering. The chemical and 
physical characteristics of the sheets were determined at intervals 
during their wear life. 

The physical tests indicate that the sheetings of Strict Good 
Ordinary cotton were weaker initially and throughout their wear 
life than those made of Middling and Good Middling cotton and 
were slightly more deteriorated at the end of 200 washings than were 
the others at the end of 225 washings. 

As measured by copper number and méthylène blue absorption 
determinations, the cellulose of the Strict Good Ordinary cotton 
showed less degradation throughout the major part of the wear life 
of the sheets than did the cellulose of the Middling* and Good Mid- 
dling cotton. However, at 200 washings, when the sheets of Strict 
Good Ordinary cotton were worn out the cellulose was slightly more 
deteriorated than was that of the other two cottons at the end of their 
service after 225 washings. 

Both chemical and physical tests showed that the maximum wear 
on the sheets occurred in the section occupied by the shoulders. 
There was no increased wear on the middle fold. 

Three and one half years' storage caused no deterioration in un- 
used sheets. 

The type of oxidation product characterized by greatly increased 
affinity for méthylène blue was formed as a result of wear and 
laundering. 

EFFECTS OF IRONING TEMPERATURES UPON THE FABRICS'« 
By K. MELVINA DOWNEY and RUTH E. ELMQUIST 

As part of a study of the reaction of various grades and varieties 
of cotton to wear and laundering, data are being accumulated by 
the Bureau of Home Economics on the physical and chemical changes 
which take place during ironing in fabrics woven of known grades 
of cotton. Such information assists in evaluating these grades in 
terms of the usefulness of the finished fabric and also in formulating 
recommendations for laundering procedures. Methods of analysis 
sensitive to small amounts of damage have been used, as well as 
strength tests which measure more obvious deterioration. This is 
particularly desirable as the repeated use of high temperatures just 
below those giving changed measurements for breaking strength may 
result in an unexpectedly shorter wear life for the fabric. 

Experiments in which cotton has been subjected to moderate heat 
over prolonged periods of time have been described by such ob- 

1Ö Grateful appreciation is expressed to Doris M. Buchanan, who has given valuable as- 
sistance during this investigation, Judith L. Steele has also given aid in compiling data 
and Jeanne D, Guerin in nraking breaking-strength tests. 
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servers as Fort (iP), Schuler (48)^ Knecht (32)^ Justin-Mueller 
(SO), Bain (ß), Möllering (37), Tiltman and Porritt (50), Akahira 
(^), Patel (^^), and Ramsbottom (47). The results of these and 
similar studies are not applicable to ordinary ironing procedures 
where higher temperatures are applied to only one side of a fabric 
for a very short time. Even in the reports of ironing studies from 
which some recommendations have been made to the laundry trade, 
there has been no indication of work on known grades of cdtton 
under controlled conditions of pressure and moisture. In all cases 
scorch was detected merely by color change visible to the eye under 
ordinary lighting conditions, and breaking strength appears to be 
the only measure recorded of deterioration in the ironed cotton. 

Some work with hand irons has been described by Fort (19), 
Knecht and MuUer (SS), and Gilmore {23). Since the term scorch 
has been defined so qualitatively in the published reports of these 
observers, it is difficult to compare their results. Fort, as well as 
Knecht and MuUer, made comparative temperature observations by 
means of a thermometer inserted in the iron from the top. Their 
reports are vague as to the ironing conditions when the danger point 
for cotton was reached. Gilmore, who worked with an electrically 
heated hand iron, states that there was visible yellowing on bleached 
cotton materials without accompanying loss in breaking strength. 
However, Clayton {13, 29) who subjected such fabrics to a heating 
plate at various temperatures reports that he obtained a loss in ten- 
sile strength at temperatures far below those causing visible scorch. 
This apparent contradiction may be attributed to dinerences in mois- 
ture content according to the experimental results of Knecht and 
Müller {33), or it may be due to difference in the time of contact 
with the heated surface. In Gilmore's work the time of contact was 
5 seconds and in Clayton's 30 seconds. 

In the present investigation the fabrics used were made under 
experimentally controlled conditions from selected cottons represen- 
tative of known grades. They were ironed under controlled condi- 
tions of moisture, pressure, and temperature with a household ironer 
(fig. 25), in which a padded roll turns against a heated metallic 
shoe.^'^ With the partial spectrophotometric method used for de- 
tecting color change in the ironed materials, it was possible to note 
measurable effects for ironing temperatures considerably lower than 
those at which there was visible yellowing in ordinary daylight. 
Tests were made on the ironed cotton samples not only for losses in 
breaking strength but also for changes in the chemical nature of the 
cloth. 

ANALYSIS OF DESIZED SHEETINGS 

The preparation and construction of the materials used in this 
study are described on page 3 and the results of the wearing tests 
to which the finished sheetings were subjected on page 29. They 
were woven of Good Middling, Middling, and Strict Good Ordi- 
nary cotton respectively. The finishing process included a soda 
kier-boil and chemicking with a one fourth of 1 percent available 
chlorine solution. 

1"^ This ironer was supplied through the courtesy of the Apex Electrical Manufaöturing Co. 
19881*"—34——i 
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Ironing studies were made on the new sheetings and also on used " 
ones removed from service at various intervals during their wear 
life. Before being submitted to the heat tests, the new sheets which 
had been treated in the finishing plant with a mixture of corn starch 
and a saponified tallow softening material, were desized as follows : 
The fabric was given a preliminary soaking and rinsing in water at 
90° to 100° F. It was then washed in a solution of neutral soap in 
the temperature range 140° to 150' and rinsed in hot distilled water 
until the pH of the rinse water was the same as that of the distilled 
water used. This was followed by two separate enzymic treatments 
under controlled temperature conditions with thorough rinsing after 

FiGDKB 25.—Experimental ironing equipment. 

each treatment. The material was finally washed again and rinsed 
until the pH of the wash liquor was the same as that of the distilled 
water. 

Loßs in weight due to this desizing was determined by weighing 
fringed and thoroughly conditioned samples under standard atmos- 
pheric conditions (65 percent relative humidity and 70° F.). This 
loss ranged from 4.2 to 4.8 percent for all three sheetings. The fat 
and wax content of the desized fabrics, as determined by extraction 
with carbon tetrachloride according to the general procedure of 
Clifford, Higginbotham, and Fargher (Í7), varied from 0.35 to 0.42 
percent. Tests for chlorides and sulphates gave negative results. 
These tests were made because such salts would produce abnormal 
tendering of the cotton under the influence of heat. 

The weight per square yard, thickness (as measured with a 
micrometer thickness gage exerting a constant pressure), and thread 
count of the new desized sheetings are given in table 29. 
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TABLE 29.—Weiffht, thickness^ and thread count of desized sheetinffs made from 
the 3 selected cottons 

Grade of cotton Weight Thickness 
Thread count 

Warp       Filling 

Good Middling (No. 3)  
Middling (No. 5)  
Strict Good Ordinary (No. 8). 

Ounces per 
square yard 

4.1-4. 2 
4.0-4.2 
3.8-4.0 

Inches 
0.0113-0.0123 

. OHO- . 0120 

. 0105- . 0118 

66 
65 
64 

IRONING EQUIPMENT AND PROCEDURE 

An especially constructed household ironer having a roll 26 inches 
long and 7 inches in diameter was used for applying heat to the 
fabrics. In order to hold the high temperatures ciesired, an 1,800- 
watt heating element was provided in the shoe. This element, of the 
flat ribbon type, was well embedded in a composition insulating ma- 
terial and when placed in position next to the metallic mass of the 
shoe was further insulated from the rear frame by layers of asbestos. 
A sheet of copper about 23 inches long was placed between the in- 
sulated heating element and the metal mass of the shoe to serve as 
an equalizer of temperature over the most used area of the shoe. 

•By means of a variable resistance placed in the heating circuit, it 
was possible to compensate for changes in the line voltage as well as 
for cooling effects produced by the fabrics while being ironed. 

The temperature of the heated shoe was determined from potenti- 
ometric readings of the electromotive force generated when the 
thermocouple junction with its leads was placed in the metal just 
below the ironing surface. Preliminary measurements had been 
made to determine the necessary depth of immersion of the thermo- 
element in the iron mass of the shoe.^^ 

All thermocouples used in this work were made from no. 30 B. & S. 
gage chromel and constantan wires which had been enameled and 
then wound with asbestos. On account of the necessary forward 
and backward motion of the shoe in starting or stopping, it seemed 
advisable to use rather sturdy materials. As has been confirmed 
recently by Kratz and Broderick {SJf)^ the chromel-constantan com- 
bination also gave the advantage of a comparatively high electro- 
motive force per degree of temperature change. Each thermocouple 
was calibrated by the United States Bureau of Standards, but no 
appreciable difference was found. 

Preliminary thermocouple measurements taken for a distance of 
15 inches along the central portion of the 26-inch shoe gave prac- 
tically no variation over that distance. Accordingly, for the iron- 
ing of samples 15 inches wide, it was only necessary to make tem- 
perature observations in the middle portion of the surface in contact 
with the sample. There was then no danger of short circuits from 
thermocouples placed at various positions in the metal. The total 
ironing surface of the shoe amounted to approximately 140 square 
inches. 

18 Acknowledgment is made to W. P. White, of the Geophysical Laboratory, Carnegie 
Institution of Washington, for criticisms and suggestions in this connection. 
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The revolving roll of the ironer was well padded with two layers 
of %-inch knit cotton padding and two layers of napped, double- 
faced cotton felt. Over this, covers of preshrunk muslin were used. 
These were changed often to avoid possible contamination of the 
experimental samples from any oxidized cellulose which might be 
formed on the covers with repeated use. The padding was fluffed 
up and aired often so as to prevent uneven packing on the roll. 

Measurements upon the compressed springs at the back of the shoe 
indicated an average pressure between the padded roll and the 
heated shoe of 1^ to II/2 pounds per square inch. This same pressure 
setting was maintained throughout the study. 

Preparatory to ironing, sheeting samples 19 by 15 inches were 
conditioned at 65 percent relative humidity and 70° F. for 6 hours, a 
length of time sufficient according to the results described by Sommer 
(^). In order to estimate the moisture content, weighings were 
made of representative conditioned samples before and after drying 
to constant weight at 105° C. The values thus obtained for moisture 
content are: Good Middling, 6.22 to 6.25 percent; Middling, 6.18 
to 6.32 percent ; Strict Good Ordinary, 6.34 to 6.45 percent. 

In order to keep the moisture content constant before ironing, 
each conditioned sample was wound on a moisture-proof roll between 
two similar pieces of conditioned cloth. The roll was then wrapped 
in moisture-proof material and placed in a covered container which 
had been standing open in the conditioning room. Weighings of 
samples which had been wrapped as described showed the moisture 
content to be practically unchanged even after the rolls had been 
removed from the conditioning room for 1 week. This finding con- 
firms the experience of Guest and Potsdamer (27) in their work on 
fabric conditioning. 

Each sample was run through the ironer once. The entire time 
required for any part of a given sample to pass the heated metallic 
shoe was about 2% seconds. 

The surface of the roll just before making contact with the heated 
metal was 38° to 40° C. for the major portion of the work. How- 
ever, some observations were also recorded when the surface of the 
roll had a temperature range of 120° to 130°. In the course of house- 
hold ironing, the roll surface sometimes rises to these temperatures, 
due to the turning of the roll against the heated shoe when no articles 
are being passed through the ironer. In order to estimate the ap- 
proximate temperature of the roll surface, the thermo element, covered 
with a heat-retaining pad, was placed in position on a thin copper 
sheet which could be easily bent to make close contact with the 
roll. Checks made with this arrangement under known conditions 
showed it to be sufficiently accurate for this purpose. 

MEASUREMENTS  OF DETERIORATION 

Measurements were made upon the ironed samples to detect changes 
in breaking strength, in surface color, and in the chemical nature 
of the cloth. The same tests were made on undamaged control 
samples of the same warp and the same filling taken from the im- 
mediate vicinity of the samples on which measurements were made. 
For the results recorded in this report, the values obtained from 
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the control samples from any one grade of sheeting were averaged, 
and the test results expressed with reference to the average control 
value for the type of sheeting involved. The lowest ironing temper- 
ature tabulated is 145° C. since preliminary tests showed that the 
samples ironed at that temperature gave the same results as unironed 
samples. 

BREAKING   STRENGTH 

Strips 6 inches long and 1 inch wide were used for the tensile- 
strength measurements, which were obtained under standard con- 
ditions of humidity and temperature with a Scott tester having a 
3-inch back and front jaw and a distance between the top and bottom 
jaws of 3 inches. The rate of separation of the jaws was 12 inches 
per minute. 

SURFACE REFLECTANCE 

Tests for changes in color were made by means of a partial spectro- 
photometric method described by Appel (4)- The intensity of light 
reflected by the samples was measured with reference to a standard 
magnesium oxide surface for the following range of wave lengths : 
703, 651, 578, 546.1, 501, 435.8, and 405 millimicrons. The measure- 
ments of the light reflection in the violet range (mercury lines 
435.8 and 405 millimicrons) were the most effective in detecting slight 
surface changes due to ironing, and it was possible to distinguish the 
damaged from the undamaged samples by observations for wave 
length 435.8 millimicrons. 

The general arrangement of the apparatus and the position of the 
sample in its rotary holder is shown in figure 26.^® The test sample 
and the standard white surface are mounted in interchangeable posi- 
tions on the sliding platform. For an observation this is moved back 
so that the sample and standard are directly under the source of 
light. The 220-volt mercury arc lamp, as well as the 1,000-watt 
tungsten filament lamp, are mounted in the sliding carriage, which 
may be shifted to the right or left, according to the illumination 
desired for the sample. Eeadings are obtained with the Martens 
photometer, which is -fixed in position so that the line of vision is 
perpendicular to the reflecting surface underneath. A more detailed 
description of this apparatus has been published by Appel (4). 

FLUIDITY IN CUPRAMMONIUM  SOLUTION 

Fluidity (viscosity) tests were found to be a satisfactory means of 
measuring a tendered condition in ironed samples. These tests de- 
pend upon the fact that a cuprammonium hydroxide solution of the 
damaged cotton flows through a capillary tube more rapidly than 
does a similar solution of the undamaged cloth. The general method 
of observation followed that of Herschel and Bulkley (^5), in which 
the time of flow for successive 5-cc portions is obtained. Figure 27 
illustrates the particular arrangement of the fluidity tubes used in 
this laboratory. The constant temperature bath used accommodates 
4 tubes, allowing 3 to come to the required temperature (25° C.) 
while measurements are being made on the fourth.    The average 

19 Acknowledgment is made to the Textile Section of the Division of Fibrous and Organic 
Materials, U.S. Bureau of Standards, for the use of this equipment. 
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diameter of each capillary tube was obtained from flow tests with 
oils, the viscosities of which had been determined by the United 
States Bureau of Standards. 

While the cuprammonium solution used for these fluidity meas- 
urements was of the same general type employed by Clibbens and 

FieüBB 26.—Apparatus for the measurement oí light reflectance. 

Geake (IS) modifications were made in its analysis {11, 12). A 
solution containing 15 grams of copper, 200 grams of ammonia, and 
less than 0.5 gram of nitrite per liter was carefully prepared. As it 
was necessary during preparation to protect the solution from both 
heat and light, ice and a covering impervious to light were placed 
around the tube containing the electrolytically prepared copper and 
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the concentrated ammonium hydroxide to which 10 grams of sucrose 
per liter had been added. Purified air was bubbled through this 
mixture until the desired concentration of copper was reached. After 
the final solution had been analyzed and diluted to the proper con- 
centration of copper and ammonia, it was stored in an atmosphere of 

n 

Ö 

I I 

FIGURE 27.—^Viscometer arrangement : A, Viscometer in glass Jacket ; 5, air outlet tube ; 
C shot used for weight ; D, axis leading to stirrer ; E, capillary tube in position for 
observation ; F, rubber connection ; G, viscometer tube graduated in cubic centimeters. 

nitrogen in a cool, dark place. As this solution decomposes under 
certain conditions within approximately 1 month, new solutions were 
made up from time to time. 

The fabric test samples for the fluidity measurements were finely 
divided in a nonheating mill, which had a cutting action and was 
equipped with 1-millimeter openings through which the disinte- 
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grated fabric passed. Solution was also facilitated by the use of 
steel cylinder stirrers. Breakage of viscometers was avoided when 
the stirrers were fitted with spiral steel springs at each end as 
recommended by Neale and Stringfellow (SO), After the finely 
divided cotton was thoroughly conditioned under standard proce- 
dure, sufficient amounts were weighed out to make 0.5-percent solu- 
tions of this cotton in the fluidity tubes. These tubes were then 
filled with cuprammonium, slipped into black cloth jackets and ro- 
tated overnight on a special viscosity wheel. This wheel, made 
of solid composition board, has four times the capacity of the bicycle 
wheel used by Clibbens and Geake (15), It is equipped on both 
sides with metal fasteners into which the tubes can be pressed 
easily. This eliminates the loss of time and the difficulty which 
would be involved in binding the tubes to the spokes of the bicycle 
wheel. When the cotton was finally dissolved in the cuprammonium, 
the solution was ready to be run through the capillaries of the 
fluidity tubes. 

The fluidity results recorded in table 30 have been calculated 

from the formula F= ^.^_ y where F is the fluidity in reciprocal 

poises, C is an instrumental constant, q is the rate of flow in cubic 
centimeters per second, and the quantity, {P-p)-> the average pres- 
sure causing flow (grams per square centimeter). Comparison of 
the cotton solutions with a true viscous liquid showed them to be 
for all practical purposes within the range for which the flow may 
be expressed in the form of fluidity as calculated by the above 
formula   {15).    The instrumental constant C is defined in centi- 

meter-gram-second units by the quantity T^T» where g is the ac- 

celeration of gravity, d is the inner diameter of the capillary tube, 
and L is the length. In the present work the values d and L were 
0.1136 centimeters and 3.23 centimeters, respectively. Kinetic energy 
corrections were for the most part of no significance for measure- 
ments upon the materials used. 

The ratio p^   was obtained from flow-pressure graphs such as 

are shown in figure 28, where the ordinates represent the rate of flow.^ 
^, and the abscissae the corresponding value of the pressure head, F. 
The yield value, p^ is given by the distance from the origin to the in- 
tersection of the straight line graph with the pressure axis. The 
method of Herschel and Bulkley {28) was used in determining the 
average pressure heads. 

COPPER  NUMBER 

Determinations of copper number and of méthylène blue absorp- 
tion gave additional information both as to the extent and type of the 
degradation products formed in the ironing of the cotton materials. 
A method of determining the copper number of cotton and its use 
as a measure of the deterioration of this fiber has been discussed by 
Elmquist {18), In this study, a sample of the fabric weighing 1.5 
grams was prepared in the same way outlined in that paper. How- 
ever, in order to insure results that would be readily reproducible 
from day to day, the finely divided samples were treated with 
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Braidy's solution instead of Fehling's solution {10), Each of these 
samples, which had been placed in Erlenmeyer flasks fitted with 
Bunsen valve stoppers, was heated for 3 hours in an oil bath thermo- 
statically controlled at 100° C. The copper number, as reported, 
is the number of grams of copper reduced from an alkaline solution 
of cupric sulphate by 100 grams of dry cotton. 

TABLE 30.—Phijsioal a/nd chemical changes caiised hp various ironing tempera- 
tures on desized sheetings made from the S selected cottons 

[Temperature of ironer roll, 38° to 40° C] 

Temper- 
ature of 
ironing 
surface 

Fluidity Copper 
number 

Méthyl- 
ène blue 
absorp- 

tion 

Reflect- 
ance rela- 

tive to 
magnesi- 
um oxide 

(wave 
length, 
435.8) 

Tensile strength i 

Grade of cotton 

Warp Filling 

Good Middling (No. 3)   145 
243 
246 
254 
257 
271 
287 
303 
320 
335 
145 
243 
245 
257 
271 
287 
303 
320 
336 
145 
243 
246 
255 
257 
271 
304 
320 
334 

Recipro- 
cal poises 

13.38 
13.38 
13.38 
13.38 
13.41 
13.80 
13.96 

0.426 
.426 
.426 
.426 
.429 
.469 
.480 

1.77 
1.77 
1.77 
1.77 
1.73 

0.842 
.842 
.832 
.825 
.820 
.804 
.790 
.776 
.752 
.725 
.828 
.828 
.813 
.805 

Pounds 
61.0 
61.0 
61.0 
61.0 
61.0 
61.0 
61.0 
61. 0 
58.3 
53.3 
57.8 
57.8 
57.8 
57.8 
57.8 
57.8 
57.8 
54.6 
49.4 
50.0 
50.0 
50.0 
50.0 
50.0 
.50.0 
50.0 
47.7 
44.8 

Pounds 
42.0 
42.0 
42.0 
42.0 
42.0 
42.0 

1.57 42.0 
42.0 

Middling (No. 5) - 

Í4.55 
15.11 
13.96 
13.96 
13.96 
14.04 
14.29 
14.57 

.491 

.540 

.444 

.444 

.444 

.451 

1.51 
1.49 
1.78 
1.78 
1.78 
1.73 
1.67 
1.62 

40.3 
37.4 
37.3 
37.3 

•37.3 
37.3 
37.3 

.516 .772 
.762 
.739 
.708 
.812 
.812 
.803 

37.3 
37.3 

15.24 
15.78 
14.89 
14.89 
14.89 
14. 89 
14.91 
15.24 
15.63 
16.14 
16.36 

.552 

.580 

.473 

.473 

.473 

.473 

.476 

.500 

.523 

.564 

.581 

35.6 

Strict Good Ordinary (No. 8)— 

  
1.52 
1.77 
1.77 
1.77 
1.77 
1.73 
1.68 
1.60 

32.8 
32.2 
32.2 
32.2 
32.2 

797 
.782 
.759 
.731 
.707 

32.2 
32.2 
32.2 
30.8 

1.55 29.4 

' strip method. 
ABSORPTION   OF   METHYLENE   BLUE 

The méthylène blue absorption was determined in a neutral solu- 
tion of méthylène blue buffered with potassium dihydrogen phos- 
phate and sodium hydroxide. The ironed samples were cut as for 
the copper number and the fluidity measurements; otherwise the 
method followed was that of Clibbens and Geake {H). When the 
finely divided cotton had been thoroughly conditioned, 2.5-gram 
samples were added to 15-cc portions of the méthylène blue solution 
in special tubes. Care was taiien to insure thorough wetting. After 
standing 18 hours, the solution was separated by centrifuging and 
10 cc of this titrated against napthol yellow S, one molecule of which 
couples with two molecules of méthylène blue. The absorption of 
méthylène blue in millimols per 100 grams of dry cotton is calculated 
from the difference of titer of 10 cc before and after immersion of 
the cotton. 
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DISCUSSION OF RESULTS 

In the interpretation of results obtained in this study, no change 
was regarded as significant which was less than 1 percent of the 
value given by the undamaged material. All changes in the ironed 
fabrics were corroborated by repeated tests, and the representative 
results summarized. A general examination of the values shows that 
a deteriorated condition exists in the test samples at ironing temper- 
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FiGUBB 28.—Flow-pressure relationships for cuprammonium solutions of desized cotton 
sheetings ironed at various temperatures : A, Good Middling cotton ; B, Middling cot- 
ton ; C, Strict Good Ordinary cotton; D, used sheetings (Strict Good Ordinary cotton). 

atures considerably lower than those at which a loss in breaking 
strength is first evident. There are no striking differences in the 
resistance to heat shown by the three sheetings under the experi- 
mental conditions of the present study. While there is some indica- 
tion that high ironing temperatures have less effect on sheeting made 
from Strict Good Ordinary cotton, any conclusion in regard to this 
must be made with some reservation, particularly since this material 
after desizing was somewhat lower in weight and thickness than the 
other two sheetings. 

NEW   DESIZED   SHEETINGS 

Eepresentative test results for the three desized sheetings ironed on 
the cooler roll surface are given in table 30. For the desized mate- 
rials, before being ironed, there is an increase in breaking strength 
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and surface reflectance as well as a decrease in copper number and 
fluidity in the following order: Strict Good Ordinary, Middling, 
Good Middling. The fluidity values and the copper numbers both 
give slight indication of deterioration in the desized materials ironed 
at 257° C., while at 271° changes of several percent are noticeable 
in the fluidity values and even larger relative changes in the copper 
numbers. After the first slight indications of damage the copper 
number appears to increase more rapidly than the fluidity for sam- 
ples ironed at the same temperatures. The sensitiveness of the cop- 
per-number determinations to the deteriorated condition in the 
ironed materials seems to indicate that the modified cellulose here is 
entirely of the reducing type. This deduction is further strengthened 
by the values for the méthylène blue absorption which decrease as the 
temperatures rise. At the higher temperatures the rate of this de- 
crease becomes smaller and the absorption tends toward a limiting 
value. The same reducing type of oxidation product described here 
was obtained by Barr and Hadfield (S) when they exposed cotton 
fabrics to sunlight in the presence of air or oxygen. Changes of a 
similar nature due to mild oxidation with chlorine were also de- 
scribed by Birtwell, Clibbens, and Kidge (0). 

There was no marked variation in the amount of tendering re- 
ceived by the different sheetings as shown by the flow-pressure dia- 
grams of the cuprammonium solutions of cotton (fig. 28, A, B, C). 
These graphs also show that the yield value as represented by the 
intercept on the pressure axis apparently decreases with the lower 
grades of cotton. The line c in each individual group was obtained 
with a solution of the undamaged material. The faster flow of the 
solution of damaged material is shown graphically by the lines of 
greater slope. For both the Middling and the Strict Good Ordinary 
cotton, line a gives the flow-pressure relationship obtained with a 
solution of the material ironed at 320° C. The data in table 30 
show that 320° is in the temperature range for which changes in 
breaking strength were first evident. Line a in the sheeting group 
of Good Middling cotton represents the flow-pressure relation for a 
solution of material ironed at 335°. At this temperature the loss in 
the breaking strength of the Good Middling cotton sheeting varied 
from 11 to 13 percent. 

A review of the results shows that the modified cellulose obtained 
under the conditions of this study was always accompanied by a 
measurable loss in the surface reflectance of the fabrics for light of 
wave length 435.8 millimicrons. However, since there are so many 
factors which may be responsible for surface color change, other 
tests must be made to determine the nature and extent of degradation. 
Surface changes, as measured by the reflectance, appeared at ironing 
temperatures as low as 245° to 247° C. 

The curves in figure 29 are representative of the reflectance results 
obtained when the desized materials are ironed with the Cooler roll. 
Curve a in each group represents the results given by the undamaged 
material. A comparison of the lower curves with this one shows that 
the greatest relative change in light reflection occurs in the violet 
part of the spectrum (435.8 and 405 millimicrons). 

Curves d! and e in each group are the only ones showing a notice- 
able change in the red part of the spectrum (651 and 703 millimi- 
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crons). These are of special interest since they were obtained with 
samples ironed at temperatures high enough to produce measureable 
loss in tensile strength (320° and 334° to 336° C.). For the samples 
ironed at 303° to 304° no change in relative reflectance can be noted 
at 703 millimicrons, and tliere is only a very slight difference at 651 
millimicrons. 
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FIGURE 29.—Reflectance curves for new desized sheetings ironed at various temperatures : 
A, Good Middling cotton ; B, Middling cotton ; G, Strict Good Ordinary cotton. 

The general experimental conditions represented in table 31 differ 
from those of table 30 only in the higher surface temperature of the 
roll (120° to 130° C). As this is only an occasional condition in 
the average household ironing procedure, it seemed unnecessary to 
make extensive observations with the hotter roll. The results ob- 
tained with the three different sheetings gave no conclusions incon- 
sistent with those already drawn from table 30.    They suggest the 



YARKS AND SHEETINGS FROM THREE  GRADES OF  COTTON 61 

same type of altered cellulose characterized by increased fluidity, 
higher copper numbers, and lower méthylène blue absorption. The 
first indications of change in any of these three quantities occurred 
in the temperature range 224° to 226°, and in general, the changes 
noted appeared at temperatures fully 30° below those giving similar 
results with the cooler roll surface. 

TABLE 31.—Physical and chemical changes caused hp various ironinff tempera- 
tures on desized sheetings made from the S selected cottons 

[Temperature of ironer roll. 120° to 130° C] 

Reflect- 
ance rela- 

Temper- Méthyl- tive to 
Grade of cotton ature of 

ironing Fluidity Copper 
number 

ène blue 
absorp- 

magnesi- 
um oxide 

surface tion (wave 
length, 
435.8) 

Recipro- 
°C. cal poises 

Good Middling (No. 3) _  145 13.38 0.426 1 77 0 842 
218 13.38 .426 1.77 .842 
220 13.38 .426 1.77 .829 
226 
232 

13.50 
13.59 

.821 
.453 .804 

244 '     i.'ee' .796 
259 '""Ú~'Ú~ .'¡85' 1.60 .785 

Middling (No, 5). _._ 145 13.96 .444 1.78 828 
218 13.96 .444 1.78 .828 
219 13.96 .444 1.78 .818 
224 13.96 .444 1.76 .810 
232 14.47 .465 1.70 .790 

Strict Good Ordinary (No. 8)  145 14.89 .473 1 77 812 
217 14.89 .473 1.77 Í812 
220 14.89 .473 1.77 .803 
224 
232 
239 
258 
285 

14.89 
15.12 

1.76 
1.72 
1.69 

.797 
"'".'493   

16.04 
""".'öii' .'773 

.747 

Measurements of the violet light (wave length, 435.8 millimicrons) 
reflected from the surface of the ironed samples indicated a decreased 
reflectance at 220° C. With the cooler roll the same relative changes 
occurred in the range 245° to 247°. 

Tests for breaking strength on sheeting of Strict Good Ordinary 
cotton g>ave approximately a 9 to 10 percent loss at 292° C. and 
between 3 and 5 percent at 285° C. These are at least 30° lower 
than the temperatures giving the same changes with the cooler roll. 
Similar results were obtained with the other two cottons. 

USED SHEETINGS 

The diagrams in figure 28, D, give the flow-pressure relationship 
for solutions of used cotton sheetings ironed on the cooler roll surface. 
The two lower lines, «, «', were obtained for sheeting ironed at the 
end of the first third of its wear life at temperatures 333° and 
145° C, respectively. The lines, ft, &', represent flow-pressure rela- 
tions for sheeting in the last third of its period of use. It is evident 
that a solution of the more used material shows a smaller relative 
change in its flow than does the less worn material under the same 
range of ironing temperatures. While the results illustrated here 
were obtained with sheetings of Strict Good Ordinary cotton, the 
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same changes were obtained with the Good Middling and the Mid- 
dling during the last half of their wear life. A comparison of C 
and D in figure 28 shows that the new desized sheeting has approxi- 
mately the same yield value as the used material at the end of the 
first third of its wear life, but during the last half of the period 
of use the yield value shifts to zero. This was also the finding with 
the two sheetings woven from Good Middling and Middling cotton. 

The numerical values of the fluidity given by some of the more 
worn material for the low and high ironing temperatures (145° 
and 383° C.) were 20.2 and 21.3, respectively. For the same tem- 
perature range the copper numbers of this material were 0.892 and 
0.996, indicating no unusually large change. Contrary to the usual 
decrease in méthylène blue absorption obtained with the newer mate- 
rials, there was an increase for the more worn sheetings. However, 
at the end of the first third of its useful life, this material gave 
only slight increases in absorption, and in the first one tenth of its 
wear life there was a decided decrease under the same ironing con- 
ditions. If additional resultas confirm this change to an increase in 
méthylène blue absorption for worn materials generally under the 
influence of heat, it is possible that absorption measurements on 
materials heated under controlled conditions could be used in de- 
veloping a method to distinguish used cotton from new. The need 
for such a test has been stressed by Winne and Donovan (Sß) in the 
examination of filling materials used in bedding and upholstered 
furniture. 

The reflectance curves given by the used cotton sheetings ironed 
with the cold roll at 145° and 333° C. are shown in figure 30. The 
sheeting at the end of one third of its wear life gives about the same 
relative decrease in surface reflection at 435.8 millimicrons as is given 
by new sheeting with approximately the same ironing temperature. 
However, after two thirds of its useful life this material shows a 
much greater relative decrease in reflectance. The same relatively 
large surface change existed at 330° to 334° for all samples meas- 
ured during the last third of the period of use regardless of the fact 
that the weights decreased from 3.7 to 3.3 ounces per square yard. 
This same type of surface change was found with all three sheetings, 
but the results given here were obtained with the sheeting woven 
from Strict Good Ordinary cotton. 

In view of the increased darkening of the most worn materials at 
high ironing temperatures, determinations were made of the fat con- 
tent as well as the pH extract of the unironed materials. Even for 
the sheeting in the last period of its wear life the fat content was not 
found to be essentially different from that of the new desized ma- 
terials. The pH of the extract obtained from 5-gram samples of 
both the worn and the new materials immersed in 100 cc of boiling 
water for 1 hour according to a method described by New (40) was 
approximately the same as that of the distilled water used. All 
the worn sheeting materials used in these experiments were thor- 
oughly rinsed in distilled water before being ironed. It is of 
course possible that the darkening of the fabrics in their more worn 
state may be somewhat analogous to the condition described by Fort 
(^0) in connection with the heat test applied to tendered cotton. 
His method, however, was developed as a means of detecting oxida- 
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tion tendering, which may not be particularly great for materials 
under normal conditions of use. The yellowing effect ujîon oxida- 
tion products of the reducing type has also been recorded by Birt- 
well, Clibbens, and Kidge  (9), 
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FIGURE 30.—Reflectance curves for used sheetings made of Strict Good Ordinary cotton : 

Aj First third of wear life ; B, last third of wear life. 

CONCLUSIONS 

Three sheetings made from selected cottons representative of the 
Good Middling (No. 3), Middling (No. 5), and Strict Good Ordi- 
nary (No. 8) grades, respectively, were ironed at known temperatures 
with a household ironer of the roll type with a pressure between I14 
and 1^/^ pounds to the square inch. Each fabric sample was condi- 
tioned at 65 percent relative humidity and brought in sliding contact 
with the heated metallic shoe for about 2I/2 seconds. 

The desized materials damaged by ironing were characterized by 
increased fluidity in cuprammonium solution, higher copper num- 
bers, and comparatively low méthylène blue absorption as well as by 
a decreased surface reflectance in the violet part of the spectrum. 

Similar changes were obtained in the three types of sheeting under 
the ironing conditions described. The Strict Good Ordinary showed 
a slightly greater resistance to heat than the other two, but the 
sheetmg of this cotton was found to be somewhat lower in weight 
and thickness after desizing than were the others. 

At ironing temperatures above 245° C. changes were observed in 
all the sheetings when the initial surface temperature of the padded 
roll was 38° to 40°.    The first appreciable loss in tensile strength ap- 
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peared in the range 315° to 320°. Slight indications of chemical 
deterioration were obtained as low as 256° to 257° and changes in 
surface reflectance ñrst occurred at 245° to 247°. 

When the roll surface attained a temperature from 120° to 130° C, 
indications of deterioration were obtained for ironing temperatures 
25° to 30° lower than with the cooler roll. At 220° a decreased sur- 
face reflectance was noted for light in the violet part of the spectrum, 
and the first indications of chemical degradation occurred from 224° 
to 226°. 

In the first third of its useful life the worn sheeting of all three 
types scorched no more easily than the new desized material. How- 
ever, in the last third of its wear life the worn material was much 
more easily darkened, as shown by a decreased surface reflectance at 
the higher temperatures. It also had a higher méthylène blue 
absorption. 

An ironing procedure was developed in this study which involved 
the control, maintenance, and measurement of the temperature of the 
ironer, the control of the moisture content of the fabric to be ironed, 
and the regulation of time and pressure fa<îtors. The methods 
described are applicable to research on ironing and on temperature 
effects in finishing during manufacture. 

SUMMARY 

In an effort to compare some properties of cotton fibers, yarns, and 
fabrics, and to furnish a basis for studying the relation of the quality 
of raw cotton to the service, laundering, and ironing properties of 
fabrics manufactured from them, 3 bales of American upland cotton 
from the Texas area, crop 1928-29, selected to represent each Good 
Middling, Middling, and Strict Good Ordinary grades, approxi- 
mately 1 inch in staple length, and similar in character, were manu- 
factured into sheeting of a definite construction and subjected to 
service and ironing tests. The described conditions and procedures 
employed were controlled and were comparable, insofar as possible. 

Observations were made on the behavior of the cottons during 
manufacture and some precise measurements were obtained on the 
fibers in the raw stocks and on their intermediate products, yarns, 
and fabrics; certain physical and chemical analyses were made on the 
sheets as a basis of determining their serviceability and their resist- 
ance to ironing conditions. The setting of the problem, the materials 
and procedure employed, the results obtained, and the specific con- 
clusions drawn are presented in the distinct but closely related parts 
of the bulletin. 

In considering the findings here reported, it should be pointed out 
that the observations made are generally in line with those previously 
made in experimental and commercial manufacture of cottons of 
different grades. In certain instances, the three cottons have not 
given results which would be anticipated from their grade desig- 
nations. However, the grade factors do not refer to fiber properties 
which in the final analysis must largely control the spinning be- 
havior and the yarn and fabric characteristics. Within any given 
grade, for instance, these fiber properties may vary greatly and it 
is this variability which mills seek to overcome by mixing the stock 
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from a considerable number of bales. Samples in the form of indi- 
vidual bales taken from certain grade categories, therefore, can give 
only a limited picture of the average and range of spinning quality 
associated with grade. It is believed, nevertheless, that the present 
results are well worth while for indicating something of the range of 
results to be obtained from the different grades and for orienting the 
attack in future studies. 

The Good Middling and Strict Good Ordinary cottons furnished 
waste in quantity considered average for their respective grades ; the 
Middling cotton gave somewhat less waste than the average of this 
grade. During the course of manufacture, the length of fibers from 
the three cottons did not change appreciably. The number of ends 
broken per 100 spindles per hour increased with decreasing grade* 
As a result of the finishing process, a reduction of about 14 percent 
occurred in the width of the sheeting, accompanied by about a 3-per- 
cent increase in length. 

The brilliance of the raw cottons decreased as the grade became 
lower and, although the spread became smaller after bleaching, this» 
relation was evident for the cottons throughout their manufacture. 
In general, the spectrophotometric measurements made on the fabrics 
established a similar relation, but some differences in reflection were 
observed between the gray and the bleached fabrics, as explained. 
Although the gray fabrics manufactured from the lower grades 
showed on the average a larger number of fine particles of foreign 
matter, the finished fabrics were practically free of such extraneous 
matter. 

The yarns made from the Good Middling and Middling cottons 
were approximately equal in strength; those from the Strict Good 
Ordinary were 10 to 18 percent weaker thau those from either of 
the other two grades. The corrected tensile strength of the gray and 
of the bleached fabrics decreased as the grade became lower, but the 
relative strength of the fabric from the Middling cotton was much 
nearer to that for the Good Middling than to that for the Strict 
Good Ordinary. The bursting strength of the gray and of the 
bleached fabrics from the Good Middling and Middling cottons was 
about equal and was much higher than that of the corresponding 
fabrics made from the Strict Good Ordinary. Bleaching resulted 
in a reduction of approximately 38 percent in bursting strength for 
the fabrics. 

The changes in the physical and chemical characteristics of the 
sheetings that were made from these three selected cottons and sub- 
jected to controlled service and laundering were determined at in- 
tervals during their wear-life. Tests were made for weight, thread 
count, thickness, breaking strength, bursting strength, shrinkage, 
fluidity in cuprammonium solution, copper number, and méthylène 
blue absorption. 

As measured by physical tests the sheets of Strict Good Ordinary 
cotton were weaker initially and throughout their period of wear 
than those made of Middling and Good Middling cotton. The latter 
two were of the same order. The sheets woven of Strict Good Ordi- 
nary were slightly more deteriorated at the end of 200 washes than 
were the others at the end of 225. The copper number and méth- 
ylène blue absorption tests in this study showed that the cellulose 
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of the Strict Good Ordinary cotton was less degraded during the 
major part of its wear life than was that of the other two cottons. 
However, in the last stages of wear it was slightly more deteriorated. 
The oxidation product formed was characterized by greatly in- 
creased affinity for méthylène blue. 

The maximum wear occurred on all of the sheets at the section 
usually occupied by the shoulders. There was no increased wear on 
the middle fold and no change in the unused sheets after 3^ years' 
storage. 

The new sheetings made of the selected cottons were desized and 
ironed under controlled conditions of temperature, time, pressure, 
and moisture. The ironing procedure was developed with a house- 
hold ironer of the roll type in which the pressure maintained be- 
tween the roll and the heated shoe was 1^ to 1% pounds per square 
inch. The time of sliding contact of the sample with the shoe was 
about 2y2 seconds. 

When the initial surface temperature of the padded roll was 38° 
to 40° C, no changes were produced in the cottons at ironing tem- 
peratures below 245°. At the highest ironing temperatures used all 
desized sheetings showed a lower breaking strength, a decreased sur- 
face reflectance in the violet part of the spectrum, increased fluidity 
in cuprammonium solution, higher copper numbers, and a compara- 
tively low méthylène blue absorption. 

There was some indication of a slightly greater heat resistance for 
the desized sheeting made from Strict Good Ordinary cotton than 
for the other two sheetings. Before being damaged by ironing this 
desized material made from Strict Good Ordinary cotton had lower 
values for breaking strength and surface reflectance as well as 
higher values for copper number and fluidity than the sheetings 
from Middling and Good Middling cotton. 

Worn sheetings made of the three selected cottons were subjected 
to the same ironing conditions after different periods of service. 
During the first third of their useful life they all showed physical 
and chemical changes similar to those obtained with the new desized 
materials. However, in the last third of their wear life, the worn 
materials showed a greater decrease in surface reflectance and a 
higher méthylène blue absorption. 
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